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Preface

The Multidisciplinary Center for Earthquake Engineering Research (MCEER) is a national center
of excellence in advanced technology applications that is dedicated to the reduction of earthquake
losses nationwide. Headquartered at the University at Buffalo, State University of New York, the
Center was originally established by the National Science Foundation in 1986, as the National
Center for Earthquake Engineering Research (NCEER).

Comprising a consortium of researchers from numerous disciplines and institutions throughout
the United States, the Center’s mission is to reduce earthquake losses through research and the
application of advanced technologies that improve engineering, pre-earthquake planning and
post-earthquake recovery strategies. Toward this end, the Center coordinates a nationwide
program of multidisciplinary team research, education and outreach activities.

MCEER’s research is conducted under the sponsorship of two major federal agencies, the
National Science Foundation (NSF) and the Federal Highway Administration (FHWA), and the
State of New York. Significant support is also derived from the Federal Emergency Management
Agency (FEMA), other state governments, academic institutions, foreign governments and
private industry.

The Center’s FHW A-sponsored Highway Project develops retrofit and evaluation methodologies

for existing bridges and other highway structures (including tunnels, retaining structures, slopes,

culverts, and pavements), and improved seismic design criteria and procedures for bridges and
other highway structures. Specifically, tasks are being conducted to:

» assess the vulnerability of highway systems, structures and components;

» develop concepts for retrofitting vulnerable highway structures and components;

» develop improved design and analysis methodologies for bridges, tunnels, and retaining
structures, which include consideration of soil-structure interaction mechanisms and their
influence on structural response;

» review and recommend improved seismic design and performance criteria for new high-
way systems and structures.

Highway Project research focuses on two distinct areas: the development of improved design
criteria and philosophies for new or future highway construction, and the development of
improved analysis and retrofitting methodologies for existing highway systems and structures.
The research discussed in this report is a result of work conducted under the existing highway
structures project, and was performed within Task 106-F-4.2.3, “R-Factors for Isolated Bridges”
of that project as shown in the flowchart on the following page.

The overall objective of this task was to provide the basis for selecting and validating appropriate
response modification factors (R-factors) for seismically isolated bridges. This report investi-
gates the rationale for the lower R-factors that have been specified for seismically isolated
bridges in the 1997 AASHTO “Guide Specifications for Seismic Isolation Design.” Dynamic
analyses were conducted on a number of simple models of both seismically isolated and non-

iii



isolated bridges for a range of isolation system types, properties and substructure behaviors.
Based on the results from these studies, the authors concluded that R-factors for the substructures
of seismically isolated bridges should be in the range of 1.5 to 2.5. These recommended values
are similar to those presented in the 1997 AASHTO Guide Specifications.
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ABSTRACT

The 1997 AASHTO "Guide Specifications for Seismic Isolation Design" specify
response modification factors for the substructures of isolated bridges that are lower than
those specified for the substructures of non-isolated bridges. This report presents the
rationale behind these specifications and presents research results that leéd to the
establishment of appropriate response modification factors for isolated bridges.

The research concentrated on the dynamic analysis of simple models of seismic-
isolated and non-isolated bridges for a range of isolation system and substructure
behaviors, and for seismic excitation characterized by AASHTO ground motion spectra
for a range of soil conditions and acceleration coefficients. The study investigated the
displacement ductility demand in the substructure of these bridges and established the
appropriate value of the ductility-based portion of the response modification factors. This
was achieved by comparing the displacement ductility ratio for the substructures of
isolated and non-isolated bridges.

The study concludes that response modification factors should be lower in the
substructures of isolated bridges than in the substructures of non-isolated bridges
because: (a) elastic or nearly elastic substructure behavior is required for proper behavior
of the isolation system, and (b) isolated bridges exhibit more sensitivity in the

substructure inelastic response due to variability in the seismic input.
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SECTION 1

INTRODUCTION

Earthquakes cause significant loss of life and property damage. In an attempt to
mitigate the effects of earthquakes, engineers have developed various aseismic
construction techniques and technologies. Of these, seismic isolation has rapidly evolved
in the last twenty years, has been extensively tested in the laboratory and, in a few cases
so far, has successfully withstood the effects of strong earthquakes in the field.

The technology of seismic isolation is used to decouple a structure from the
horizontal components of earthquake ground motion. It has been used in seismic
protection of bridges, buildings and special structures, and equipment. In bridges, it
involves the separation of the superstructure from the substructure, typically at the bent
cap level. In most bridge applications, the primary intent is to protect the vulnerable
substructure by reducing the inertia forces transmitted from the massive superstructure.

The decoupling of the bridge superstructure from the damaging components of
earthquake motions is achieved by the use of seismic isolation bearings which are
characterized by horizontal flexibility to reduce sufficiently the transmission of shear
force and by energy dissipation capability to reduce the relative displacements across the
isolation bearings to tolerate levels. A number of bridge seismic isolation design
strategies have been developed. They may be grouped into three main categories: (a) the
strategy championed by engineers in New Zealand and the United States which requires
strong restoring force capability in the isolation system, (b) the Italian strategy in which
the isolation system exhibits essentially elastoplastic behavior, and (c) the Japanese

strategy, otherwise known as Menshin, in which seismic isolation bearings are used as



elements to enhance the energy dissipation capability of the bridge rather than to increase
its flexibility.

Figure 1-1 illustrates a typical lateral force-displacement relation of a seismic

F
yaRa Kb
— T
7
Qb | fK;
| —
Dy DISPLACEMENT

Figure 1-1 Typical Lateral Force-Displacement Relation
of Seismic Isolation Bearing

isolation bearing. It is characterized by the strength (Qp) and the post-yielding stiffness
(Ks). In the strong restoring force approach favored in the United States, the post-yielding
stiffness K, is sufficiently large to reduce the uncertainty in the peak seismic
displacement and to prevent the development of cumulative permanent displacements. By
contrast, the use of a very low post-yielding stiffness, as favored in Italy, results in a
bounded force transmitted by the bearing to the substructure for a wide range of bearing
displacements. This desirable performance is achieved at the expense of uncertainty in

the resulting maximum bearing displacements and the possibility of significant



permanent displacements. Regardless of the design strategy, seismic isolation can result
in reduction of both the design force and damage in the bridge substructure.

The typical approach to demonstrating the effectiveness of seismic isolation is
through the use of the response spectrum which very well illustrates the effects of
increased flexibility and energy absorption capability. The interested reader is referred to
Skinner et al. (1993), Kelly (1993), Soong and Constantinou (1994), and Constantinou et
al. (1998a) for more general expositions of the technologies of seismic isolation and
energy dissipation. However, in order to fully understand the benefits of bridge seismic
isolation, it is best to consider the nonlinear behavior of the system. Such behavior is
caused by yielding of the substructure (in non-isolated bridges) or by inelastic action in_
the isolation system (in isolated bridges). We choose to present an example, in which we
utilize nonlinear static analysis procedures (or pushover analysis) and obtain the
nonlinear response by comparing the pushover curve of the system to the design demand.
This approach is termed Nonlinear Static Procedure Method 2 in Federal Emergency
Management Agency (1997).

Figure 1-2 shows a simple representation of a two-span non-isolated bridge and
its push-over curve. The seismic input is described by the AASHTO, A=0.4, soil profile
type II response spectrum (American Association of State Highway and Transportation
Officials, 1995). Shown also in the same figure are the design demand spectra for this
seismic input. They are plots of the spectral acceleration (that is, acceleration at the
instant of peak displacement) versus the spectral displacement (that is, peak
displacement) of a viscously damped linear elastic system for a range of values of the

damping ratio. These spectra were constructed from scaled ground motion histories to



SPECTRAL ACCELERATION, S, (g)

1.2

1.0

0.8

0.6

03 Wy

e ==y
7 :

18.6mm

EFFICIENCY FACTOR q=0.7

= T T ' T ' T [ ' T

- REPRESENTATIVE OF

L 0.5s AASHTO A=0.4, SOIL PROFILE 1

AMPED |

| ! i 1 ! . |

100 150 200 250
SPECTRAL DISPLACEMENT, S, (mm)

Figure 1-2 Pushover Curve of Non-Isolated Bridge and

Calculation of Inelastic Response by Use of
Design Demand Spectra and Nonlinear Static
Analysis Procedures



represent, on the average, the applicable response spectrum. Details are provided in
Section 3. Note that, in the demand spectra, straight lines radiating from the origin
correspond to systems with the same period.

The non-isolated bridge has initial period T=0.5 sec and has been designed to
have an actual strength of 0.3W,, where Wg=effective weight (or weight of deck in this
case). This corresponds to a design with a ductility-based portion of the response
modification factor R,=3.3 .In this case of a single-degree-of freedom representation of
the structure, the spectral capacity curve (S, vs. Sg) 1s identical to the normalized
pushover curve (Fg/Wy vs. U). The intersection of this curve with the design demand
spectrum at the appropriate level of effective damping determines the peak response. In
this case the effective damping is determined on the assumption of elastoplastic behavior
with imperfect hysteresis loop so that the area enclosed by the loop is 70-percent of that
of the perfect loop (efficiency factor q=0.7 per Federal Emergency Management Agency,
1997). It is a case of good hysteretic behavior. The calculated response is U=60 mm with
the effective damping being 30-percent and the effective period being 0.9 sec. The
substructure (pier) displacement ductility ratio is 60/18.6 = 3.2, which is consistent with
the used R-factor. The substructure needs to be detailed for a force of 0.3W4 (which will
much affect the design of the foundation) and for the calculated ductility of 3.2.

When seismically isolated, the bridge pier is designed to have an actual strength
of 0.17Wj in order to avoid inelastic action in the substructure. Isolation bearings are
placed only on top of the pier and not at the abutments. It is an atypical situation which is
used herein to demonstrate the effect of isolation without the added benefit of

redistribution of the inertia force. This subject is discussed later in this section. Figure 1-3
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shows the force-displacement curves for each of the elements of system and of the system
itself. The isolation bearings are designed to have a characteristic strength of 0.06W,4 and
a post-yielding stiffness such that the corresponding period is 2.5 sec. The system can
accommodate a displacement (U of the deck with respect to the ground) of 186 mm, after
which inelastic action in the pier occurs.

The response of the isolated bridge is determined by the nonlinear static
procedure as shown in Figure 1-4. The calculated displacement U=163 mm, of which 149
mm is the bearing displacement and 14 mm is the pier displacement. The effective period
is 2.05 sec and the effective damping is 23-percent. The shear force on the pier equals
0.156W4. In this case the effective damping was estimated on the assumption of perfect
bilinear hysteretic behavior as being a realistic representation of the behavior of the
seismic isolation bearings. Actually, the assumed bearing behavior is typical of a lead-
rubber bearing design, although similar behavior can be achieved with friction pendulum
bearings (Robinson et al., 1993, Soong and Constantinou, 1994). The important
conclusion of this example i1s that seismic isolation can eliminate damage to the
substructure with a simultaneous reduction in the design force. In this realistic example
the design force of the pier of the isolated bridge could be reduced to half of that of the
non-isolated bridge.

Seismic-isolated bridges will not, in general, be constructed as shown in Figure 1-
3. Rather, isolation bearings will be placed at both the pier and abutment locations. The
behavior will be the same but the already reduced inertia force will be distributed to all

elements of the substructure, not just the pier. This important aspect in isolated bridge



$21NPad0I SISA[eUY O1jE)S IBaUIjUON pue e1oadg puetda(g
uS1sa(] Jo 95() £q 9SpLIg PaIR|OS[-ONWUSIAG JO dsuodsay] ONSE[OU] JO UONRMOR) -] 231

(ww) P ‘INIFWIOVIASIA TvHLOAdS

00 052 002 o oo OS 001 0S5 ,, O
@@ _ T
| I

| |
J —

%St
%0}

a3dINVa %S
i SO’} 4 80

$G°0

I 371404d 10S 0=V OLHSYY
40 FAILVIN3ISIHdIY

= _ | _ _ _ L _ [ _ | _ 4 '}

(6) ®°s ‘NOILYHIT1ADOV TvH.LO3dS



NON—ISOLATED (LONGITUDINAL DIRECTION)
d] ]

t(jE U\_ INELASTIC E%
PIER
b

ISOLATED (LONGITUDINAL DIRECTION)
ISOLATION

—>l { BEARING
U\ ELASTIC
- s

PIER -

Figure 1-5 Effect of Redistribution of Inertia Force on Design
Forces for Elements of the Substructure of
Non-Isolated and Seismic-Isolated Bridges
design is illustrated in Figure 1-5. If the isolation system design is such that the
distribution of inertia force is in accordance with the tributary weight, then the pier can be
designed for a force of 0.08 W4 and each of the abutments for a force of 0.04W. That is,
the combined effects of isolation and redistribution of force can eliminate damage to the
pier and reduce the pier design force by 3.75 times. This exceptional performance is
achieved at the expense of a bearing displacement of 149 mm which is very easily
accommodated within standard seismic isolation bearings.
Over 500 bridges, varying in size from single-span to monumental structures, are

currently seismic-isolated, or are in the construction or design phase. An account of these



structures and some information on their isolation system may be found in the database of
the Earthquake Engineering Research Center at the University of California, Berkeley on

the World Wide Web at http:/www.eerc.berkeley.edu/prosys.html .

An interesting aspect of the behavior of seismic-isolated bridges may be presented
through the example illustrated in Figures 1-3 and 1-4. The force demand on the pier for
elastic pier behavior is 0.156W4. Had the pier been designed with the same response
modification factor that was used in the non-isolated bridge (R,,=3.3), the strength of the
pier would have been less than the strength of the isolation bearing. Accordingly, all
inelastic action would have occurred in the pier with the isolation system rendered totally
ineffective. The ductility demand on the pier would have been excessive. To demonstrate
this consider the case of the isolated bridge with the yield strength of the pier being equal
to 0.05W4 and the yield displacement being 15.3 mm. The force-displacement of the
system 1is also elastoplastic with strength equal to 0.05W, and yield displacement equal to
23 mm. The response is calculated by the procedure illustrated in Figure 1-3 and is found
to be U=178 mm, Up=8.7 mm, U,=169.3 mm, whereas the effective period is 3.8 sec and
the effective damping is 40-percent (again the assumption of q=0.7 was made). The pier
displacement ductility ratio is 169.3/15.3 =11.1, which is excessive.

It is evident that response modification factors for the substructures of seismic-
isolated bridges cannot be as high as those for the substructures of non-isolated bridges.
This fact has been recently recognized in the 1997 AASHTO "Guide Specifications for
Seismic Isolation Design" (American Association of State Highway and Transportation
Officials, 1997) which, unlike its 1991 predecessor (American Association of State

Highway and Transportation Officials, 1991), specifies low R-factors for the
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substructures of seismic-isolated bridges. The underlying reasons for this specification
are the proper performance of the isolation system and the sensitivity of the substructure
inelastic response to the inherent variability in the seismic input. The objective of the
study reported herein is to investigate the substructure response of seismic-isolated
bridges and establish appropriate values of the response modification factor for these

substructures.
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SECTION 2

RESPONSE-MODIFICATION FACTORS FOR SEISMIC-ISOLATED BRIDGES

2.1 Response-Modification Factor

Response-modification factors (or R-factors) are used to calculate the design
forces in structural components from the elastic force demand. That is, the demand is
calculated on the assumption of elastic structural behévior and subsequently the design
forces are established by dividing the elastic force demand by the R-factor. Illustrated in
Figure 2-1 is the structural response of an inelastic system. The elastic force demand is
Fe, whereas the yield force of an idealized representation of the system is Fy. The design

force 1s Fp so that
Fe
F,= = (2-1)
where R= response modification factor.

The response modification factor contains two components. That is,

F
r=% =—Fi.—~1=R#.Ro (2-2)
F, F,F,

where R, = ductility-based portion of the factor and R, = overstrength factor. The
ductility-based portion is the result of inelastic action in the structural system. The
overstrength factor is the result of reserve strength that exists between the design force
and actual yield strength of the system (this is the strength that corresponds to the
structural collapse level).

When a strength design approach is followed, the design force corresponds to the

level at which the first plastic hinge develops and the structural response deviates from
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Figure 2-1 Structural Response of Inelastic System

linearity (as illustrated in Figure 2-1). In this case the overstrength factor results from
structural redundancies, material overstrength, oversize of members, strain hardening,
strain rate effects and code-specified minimum requirements related to drift, detailing,
etc.

When an allowable stress design approach is followed, the design force

corresponds to a level of stress which is less than the nominal yield stress of the material.
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Accordingly, the R-factor (which is designated as Ry,) contains an additional component
which is the product of the ratio of the yield stress to the allowable stress and the shape
factor (ratio of the plastic moment to moment at initiation of yield). This factor is often
called the allowable stress factor, Ry, and has a value of about 1.5 . That is,
R,=R,R R, (2-3)

There are numerous sources of information on response modification factors, such
as Uang (1991), Uang (1993), Miranda and Bertero (1994), Applied Technology Council
(1995), and Rojahn et al. (1997).
2.2 Determination of Components of R-Factor

While R-factors are specified without separating their components, the
components are established by analysis. The ductility-based portion of the R-factor for a
particular earthquake excitation is defined as the ratio of the elastic strength demand (that
s, the strength required to avoid yielding of the system) and the yield strength required to
maintain the displacement ductility ratio below a specified target ductility. That is,

F
R =—0F1r< . 2-4
g Fy(:uzaui) ( )

where ;= specified target ductility and p=displacement ductility ratio given by (with

references to Figure 2-1):
ﬂ — max (2_5)

Accordingly, the establishment of the ductility-based portion of the R-factor
requires first the construction of inelastic response spectra for various levels of

displacement ductility ratio, and then knowledge of the permissible ductility ratio for a

particular structural system.
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Miranda and Bertero (1994) presented a review of studies conducted to establish
expressions for the ductility-based portion of the R-factor. These studies are based on
analyses of single-degree-of-freedom inelastic systems in which a variety of behavioral
models and collections of earthquake motions are used. In general, the results of these
studies are expressions relating R, to the period of the system (initial period under elastic
conditions), the displacement ductility ratio and some parameter (or parameters) that
describes the ground motion. |

The establishment of the ductility-based portion of the R-factor on the basis of
analyses of single-degree-of-freedom systems is problematic for buildings given that the
distribution of drift over the height depends on the characteristics of the structural system
(that is, 1t does not solely depend on the period). On the other hand for bridges, which
essentially behave as single-degree-of-freedom systems, the so-established R, factors
should be valid.

Overstrength factors can be obtained by pushover analysis of the structural system
and the construction of a representative force-displacement relation for the structure, such
as the base shear versus deck displacement relation for a bridge or the base shear versus
roof displacement relation for a building (Federal Emergency Management Agency,
1997). An analytical approach in establishing the overstrength factor can not account for
the contributions of material overstrength and strain rate effects (and other effects
depending on the complexity of the model), and it is limited to the particular structure

that is analyzed.
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2.3 Specified Values of R-Factor

Model codes (such as the Uniform Building Code), Specifications (such as the
AASHTO Standard Specification for Highway Bridges) and Resource Documents (such
as the NEHRP Provisions) specify values of the R or R,, factor which are empirical in
nature. In general, the specified factor is dependent only on the structural system without
consideration of the other affecting factors such as the period, framing layout, height,
ground motion characteristics, etc. As noted in Applied Technology Council (1978),
where R-factors were introduced, the specified R-factors are justified on the basis of risk
assessment, economics, and nonlinear behavior.

In reality, the R-factors of today-are, with only a few additions, equivalent to the
K-factor which was introduced in 1959 in the SEAOC Blue Book (Structural Engineers
Association of California, 1959).

R-factors, or their equivalent, are used for the design of structures in countries
other than the United States. Particularly, in Mexico the 1987 Mexico City Building Code
and in Europe the 1988 Eurocode (Commission of the European Communities, 1988)
utilize factors which are dependent on the period and other affecting parameters.

In a drastic departure from force-based procedures (and the R-factor) the recently
released Federal Emergency Management Agency (1997) resource document introduces
systematic displacement-oriented and displacement-based procedures for evaluation of
the seismic response. Although developed for seismic rehabilitation, they are equally
applicable to new construction. They are eminently suitable for implementing

performance-based design.
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2.4 R-Factors for Seismic-Isolated Bridges
The American Association of State Highway and Transportation Officials (1991)

"Guide Specifications for Seismic Isolation Design" specify the response modification
factors for isolated bridges to be the same as those for non-isolated bridges. For
substructures (piers, columns and column bents) this factor has values in the range of 2 to
5 (American Association of State Highway and Transportation Officials, 1996).

| While not explicitly stated in the 1991 AASHTO "Guide Specifications" it 1s
implied that the use of the same R-factors would result in comparable seismic
performance of the substructure of isolated and non-isolated bridges. Accordingly, the
"Guide Specifications” recommend the use of lower R-factors when lower ductility
demand on the substructure of the isolated bridge is desired. The assumption that the use
of the same R-factor would result in comparable substructure seismic performance in
isolated and non-isolated bridges appears rational. However, it can be demonstrated by
simple analysis that when inelastic action commences in the substructure, the
effectiveness of the isolation system diminishes and larger displacement demands are
imposed on the substructure.

New "Guide Specifications for Seismic Isolation Design" have been developed and
approved in 1998 by the AASHTO states (American Association of State Highway and
Transportation Officials, 1997). One significant change in the 1997 "Guide
Specifications" over the 1991 predecessor is the specification for lower R-factor values
for substructures of isolated bridges. These values are in the range of 1.5 to 2.5 . The

following statements from the new "Guide Specifications” provide the rationale for the

changes:
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(1) In the Preface:

“The response modification factors (R-Factors) have been reduced to values between
1.5 and 2.5 . This implies that the ductility-based portion of the R-Factor is unity or close
to unity. The remainder of the factor accounts for material overstrength and structural
redundancies that are inherent in most structures. The specification of lower R-Factors
has been based on the following considerations:

(1) Proper performance of the isolation system, and
(i1)  Variability in response given the inherent variability in the characteristics
of the design basis earthquake.

The lower R-Factors ensure, on the average, essentially elastic substructure response
in the design basis earthquake. However, they do not necessarily ensure either proper
behavior of the isolation system or acceptable substructure performance in the maximum
capable earthquake (e.g., described as an event with 10% probability of being exceeded
in 250 years). Owners may opt to consider this earthquake for the design of important
bridges. This approach is currently utilized for the design of isolated bridges by the
California Department of Transportation.”

(2) In Section C6. Response Modification Factor:

“The specified R-Factors are in the range of 1.5 to 2.5, of which the ductility based
portion is near unity and the remainder accounts for material overstrength and structural
redundancy that are inherent in most structures. That is, the lower R-Factors ensure, on
the average, essentially elastic substructure behavior in the design basis earthquake. It

should be noted that the calculated response by the procedures described in this document

19



represents an average value, which may be exceeded given the inherent variability in the

characteristics of the design basis earthquake.”

There is, thus, a clear intention in the new "Guide Specifications" to essentially
eliminate inelastic action in the substructure of seismic-isolated bridges. It is the
objective of the work presented herein to provide, on the basis of analysis, justification
for this change.

2.5 Underlying Reasons for Lower R-Factors in Isolated Bridges:

We provide in this subsection results which demonstrate the necessity for lower
R-factors in isolated bridges. The first example is sufficiently simple to allow for the
establishment of a relation between the system displacement ductility ratio and the
substructure displacement ductility ratio. We consider the pier-bearing-deck model of
Figure 2-2. The pier has elastoplastic behavior with initial stiffness K, yield strength Fy,
and yield displacement Y,. The bearing (isolation system) is assumed to have linear-
elastic behavior with stiffness K, (it may be assumed to be the effective stiffness of the
bearing). In general, Ky is much less than K;,. When a force F acts on the system
(consider this to be a pushover analysis), the force-displacement relations for the pier ,
bearing and system are easily derived and shown in Figure 2-2 (for the particular case of
K, = 4Ky and Upma=5Y;). Of importance is to note that upon yielding of the pier no
further deformations of the bearing occur. That is, further deformation takes place only

in the pier. The pier displacement ductility ratio is

Upm'x
p, = Lo (2-6)

and the system displacement ductility ratio is
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U-Yle 2-8
y =Y 1+ 1= (2-8)

and

K
p, = p+ (- 1)(?”] (2-9)

Equation (2-9) clearly demonstrates that the pier displacement ductility ratio is
larger than the system ductility ratio (except for the case of elastic response). Given that
quantity K/K, is large, significant inelastic action in the pier will occur even when the
system ductility ratio is low. The underlying reason for this behavior is the low strength
of the pier.

To further demonstrate this behavior we present a second example in which

dynamic nonlinear analysis is performed. Figure 2-3 illustrates the analyzed system. Both
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Figure 2-3 Model of Isolated Bridge Used in Analysis Example

the isolation system and the pier are assumed to have ideal smooth bilinear hysteretic

behavior with the parameters indicated in the figure. Note that the system lacks structural
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redundancy so that the overstrength factor is unity. The following parameters are
selected: Wa/Wp=5, Qp/W4=0.06, Ty=2.5 sec, a=0.05, and T,=0.1 and 0.5sec, where T,=

1solation system period on the basis of the post-elastic stiffness of the isolation system:

W 172
T, =27r( d J (2-10)
gk,

and T, = initial period of the pier in its free cantilever position:

W 1/2
T, =2n —=~ (2-11)
gk,

Two analyses are performed:
(a) One in which the pier is assumed elastic (but with small viscous damping), as it

would have been in the case of a design with ductility-based R-factor R,=1.0 .

(b) Another in which the pier has yield strength Fy,=F./R,, where R,=2.0 and F. = elastic
demand calculated in the first analysis.

Figures 2-4 to 2-7 present the calculated histories of bearing displacement and pier
drift, and the calculated loops of bearing force versus bearing displacement and pier shear
force versus pier drift in the following four cases: (i) T,=0.1 sec, R,=1.0, (ii) T,=0.1 sec,
R,=2.0, (ii1) T,=0.5 sec, R,=1.0, and (iv) T,=0.5 sec, R,;=2.0 . The ground motion is one
of the scaled acceleration histories used to represent the AASHTO A=0.4, soil profile
type II ground motion spectrum in the analyses reported in Sections 3 and 4.

The following observations can be made from the results of these figures:

(1) The elastic force demand is about 0.2Wy. Accordingly, when the R,=2.0 factor is

applied the yield strength of the pier is 0.1W,. That is the strength of the pier is higher
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than the strength of the isolation system, which is equal to 0.06Wy. Accordingly,
inelastic action occurs first in the isolation system and inelastic action in the pier
commences when bearing displacements exceed 62.1 mm.

(2) Despite the higher strength of the pier by comparison to that of the isolation system
significant inelastic action occurs in the pier, for which the displacement ductility
ratio greatly exceeds R, Analyses of a system with elastoplastic pier behavior
resulted in even larger ductility ratio.

(3) With the onset of inelastic action in the pier, the bearing displacement decreases. This
reduction depends on the strength of the pier by comparison to that of the bearing,
and on the deformational characteristics of the two beyond the elastic limit.

To further illustrate the effect of inelastic action in the pier, we analyze the case of

T,=0.5 sec with R,;=4.0 . In this case the pier strength is 0.05Wyg, that is, less than the

strength of the isolation system. Accordingly, inelastic action occurs first in the pier and

the isolation system becomes totally ineffective. Figure 2-8 presents the calculated

response in this case.
2.6 Objectives of this Study

Based on the few results presented in Section 2.5 it is clear that the ductility-based
portion of the R-factor for isolated bridges should be lower than that of non-isolated
bridges. Ideally, R, should be unity or very close to unity. Accordingly, the R-factor
values of 1.5 to 2.5 in the 1997 AASHTO "Guide Specifications" (American Association

of State Highway and Transportation Officials, 1997) are appropriate.
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This study started in early 1996 with the objective of providing analytical
justification for the reduced R-factor values for isolated bridges in the 1997 AASHTO
"Guide Specifications." Options for achieving the objective were:

(1) To proceed with an approach along the lines described in Section 2.2 and determine
expressions of the ductility-based portion of the R-factor as function of the
characteristics of the system (which include, in addition to period, the properties of
the isolation system), the pier displacement ductility and the characteristics of the
seismic excitation. These expressions would have to be compared to those that are

applicable to non-isolated bridges (for example, those reviewed in Miranda and

Bertero, 1994).

(2) To proceed with a modified approach in which a'large number of simple models,
representing a range of substructure conditions and isolation system properties, is
analyzed for a large number of scaled ground motions which are representative of
specific AASHTO ground motion spectra. The result of these analyses would be
average values (or other statistical quantity) of the pier displacement ductility ratio for
given values of the ductility-based portion of the R-factor, and parameters of the
isolation system and bridge substructure. This average ductility ratio is then compared
to the average pier displacement ductility ratio calculated for the same ground
motions of models which are representative of non-isolated bridges. Acceptable
values of Ry are those for which comparable substructure ductility ratios are
calculated for the isolated and non-isolated bridge models.

The second approach is essentially the revefse of the first approach. That is, instead of

establishing Ry, as a function of the ductility ratio and other parameters, it determines the

30



ductility ratio as a function of R,, and the other parameters. It is also simpler than the first
approach, which is of significance given the great number of analyses needed and the
large number of parameters. As a result, the second approach is followed herein. It is
supplemented by some simple results from pushover analysis of idealized models of non-
isolated and isolated bridge models in order to establish the differences in the

overstrength factors in the two types of models.
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SECTION 3
APPROACH FOR ESTABLISHING THE DUCTILITY-BASED PORTION OF

THE R-FACTOR FOR SUBSTRUCTURES OF SEISMIC-ISOLATED BRIDGES

3.1 General Description of Approach

The approach is based on the study of simple systems which lack structural
redundancy. Figure 3-1 shows the studied system, which consists of two degrees of
freedom: the displacement of the isolation system and the displacement of the
substructure (pier). A number of models for the isolator system and pier behavior were
considered as illustrated in Figure 3-1 and explained later in this section.

This system was analyzed with earthquake motions which were consistently
scaled to represent a particular response spectrum. Specifically, motions representative of
the AASHTO, soil profile type II, A=0.4, and 0.2, and AASHTO, soil profile III, A=0.4
were used. An ensemble of either 14 or 20 scaled ground acceleration histories were
developed to consistently represent each of these response spectra in an average sense.

For each response spectrum, isolation system model and substructure (pier) models,
the following steps were completed:
(1) The Uniform Load Method of the 1997 AASHTO "Guide Specifications for Seismic
Isolation Design" (American Association of State Highway and Transportation
Officials, 1997) was applied and the statically equivalent seismic force, Fp., was

calculated on the assumption of elastic substructure.
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(2) The statically equivalent seismic force was divided by the ductility-based portion of
the response modification factor, Ry, to arrive at the actual strength of the pier
(Fyp=Fpe/Ry)-

(3) Nonlinear time history analysis of the system was performed with seismic input
being the ensemble of scaled ground acceleration histories.

(4) The calculated peak response was processed to obtain statistical measures of the
response (e.g., average values) in terms of the isolation system displacement, pier
displacement ductility ratio, and pier shear force.

(5) A set of similar analyses were performed for the case of non-isolated bridges, which
resulted in average values of the pier displacement ductility ratio for a range of values
of parameters and R,..

(6) Comparison of plots of the pier displacement ductility ratio for various values of the
ductility-based portion of the response modification factor, R, of isolated and non-
isolated bridges provided information on :

(a) Values of R, for isolated bridges that result in comparable pier displacement
ductility ratio with non-isolated bridges designed with different R, value.

(b) Information on the sensitivity of the pier displacement ductility ratio of
isolated and non-isolated bridges due to the inherent variability in seismic
input.

3.2 Studied System

The studied system is shown in Figure 3-1. It consists of the pier (substructure),

which is modeled as an inelastic single-degree-of freedom system, the isolation system

and the tributary deck weight on top of the isolation system. The system has two degrees
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of freedom: the pier displacement U, and the isolation system (or bearing) displacement

Up.

A variety of isolation system and pier force-displacement relations were considered.

For the isolation system the following relations were considered.

(1) Bilinear hysteretic behavior as shown in Figure 3-1(a). This behavior is typical of
lead-rubber bearings and can be used to approximate the behavior of high damping
rubber bearings. The behavior is described by the characteristic strength Q, and the
post-yielding stiffness K.

(2) Sliding behavior as shown in Figure 3-1(b). This behavior is typical of sliding
bearihgs with restoring force capability, such as in the Friction Pendulum System
bearings. The behavior is described by the characteristic strength Q, (the friction
force, which is assumed to be constant) and the stiffness Ky. This behavior is
essentially the same as that of the bilinear hysteretic model except for the very high
initial stiffness.

(3) Linear elastic and linear viscous behavior as shown in Figure 3-1(c). The model
consists of a linear spring of stiffness Ky, and a linear viscous damper of constant Cj,
It is an appropriate model for an isolation system consisting of low damping
elastomeric bearings and fluid viscous dampers (Kasalanati, 1998).

For the pier the following relations were considered:

(1) Perfect bilinear hysteretic behavior as shown in Figure 3-1(d). This behavior is

described by the initial stiffness K, the yield force Fy, and the ratio of post-yielding

stiffness to initial stiffness o.
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(2) Pinched hysteretic behavior as shown in Figure 3-1(e). This behavior is more
realistic than the perfect bilinear hysteretic because it allows for slip (2a; as shown in
Fig. 3-1(e) ) and results in less energy dissipation in the pier.

The equations of motion of the studied system are presented in detail in Appendix A.
The parameters describing the analyzed system and the range of values used are
presented in Table 3-1.

3.3 Selection of Parameters for Pinched Pier Model

The model used to represent pinched hysteretic behavior for the pier (see
Appendix A) may be regarded as a mathematical construction that modifies the bilinear
hysteretic model which has direct physical interpretation. The two additional parameters,
as and o, represent the half slip and the sharpness of transition from hysteretic to pinched
behavior, respectively. Of interest is to know how well this model represents the actual
behavior and how to select values of the parameters.

In order to provide some insight into the behavior of this model, experimental
results from cyclic testing of reinforced concrete columns were selected from data
compiled in the National Institute of Standards and Technology report No. NISTIR 5984
(Taylor et ai., 1997) and from Gilbertsen et al. (1980). A number of force-displacements
loops from these experimental results exhibit clear pinching behavior. The model of
equations (A-14) to (A-17) was used to reproduce the tested behavior in three cases.
Figure 3-2 presents a comparison of the experimental and analytical results. The three
cases represént a case from Gilbertsen et al. (1980) (case 1), and the specimens denoted
with filenames “Gill79S1” and “TANAKA900U7” in Taylor et al. (1997) (cases 2 and 3,

respectively).
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Table 3-1 Parameters Describing the Analyzed System and Range of Values

(see Fig. 3-1 and Appendix A)

Parameter | Definition Description Value
v W/ Wp Deck to pier effective weight ratio 5,10
T, 2n(W,/gK,)"'” | Initial pier period when free standing | 0.1 to 0.5 sec
(without deck)
¥ Fyp/Wy Pier strength/deck weight Depends on
spectrum and R,
value
Pier post-yielding stiffness to elastic
a -- stiffness 0.05
Slip parameter for pinched pier
as - behavior Equal to Y,
Lock to slip transition parameter for
o -- pinched pier behavior 0.2
Parameter controlling sharpness of
n -- transition between elastic and 5
inelastic ranges
Period of isolation system on the
Tp 2m(Wa/gKp)? | basis of its post-yielding stiffness (or | 1.5 to 3.0 sec
actual stiffness)
Ratio of isolation system strength to
5 Qu/Wy deck weight (= friction coeff. for 0.04, 0.06, 0.08,
sliding system) 0.10
Damping ratio of linear elastic, linear
£ CogTo/(4nWy) | viscous isolation system 0.1,0.2,0.3,0.4
Inherent viscous damping ratio of
B; - pier 0.05
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Figure 3-2  Comparison of Experimental and Analytical
Force-Displacement Loops of Reinforced Concrete
Columns with Pinched Hysteretic Behavior
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The procedure followed to calibrate the model was as follows:

(1) The experimental loops were used to reconstruct by graphical means the
corresponding perfect bilinear hysteretic loops. This enabled the determination of
parameters Fy, (yield strength), Y, (yield displacement) and o (post-yielding to
elastic stiffness ratio). Moreover, parameter 1 was fixed at 5.

(2) Values for parameters ¢ and a; were assumed, with the latter being a portion of the
yield displacement.

The experiment was analytically simulated by specifying the displacement as a
sinusoidal function (note that the amplitude is known, whereas the frequency is not an
important parameter since the model is nearly rate-independent). Comparison of the
analytical and experimental loops established the appropriate values of the parameters
and a,.

The results in Figure 3-2 provide evidence for the applicability of the model.
Moreover, it may be observed that use of =Y, and 6=0.2 results in significant pinching
with a loop having an area approximately 60 to 70-percent of thel area enclosed by the
perfect bilinear hysteretic loop provided that the displacement ductility ratio is of the
order of 3.

It may be observed in the analytical loops of the Figure 3-2 that the model does not
exhibit the pinching behavior during the initial ascending branch of the loop. The model,
as described in Appendix A and in Baber and Noori (1985), does not have this realistic
behavior. The model has been modified as follows:

(a) Parameter a; was set equal to zero and maintained so until the first reversal of motion.
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(b) At the instant of first reversal of motion and provided that the displacement exceeded

1.5Y, the value of parameter a; was set to the actual value.

Thus, the pinching behavior in the modified model is activated only when the
displacement exceeds 1.5Y,. As an example, Figure 3-3 presents the calculated pier shear
force-drift loops in the analysis of an isolated bridge configuration for one of the scaled
motions (motion EQ20, representative of AASHTO A=0.4, soil type II — Appendix B)
and for parameters T,=0.5 sec, v=10, Ty=2.0 sec, 6=0.06 and R,=1.5 .The figure includes
two loops, one for the case of perfect bilinear hysteretic pier behavior and one for
pinched hysteretic pier behavior.

3.4 Selection and Scaling of Ground Motions

The selection and scaling of the ground motions followed the approach presented
in Tsopelas et al. (1997). In this approach N pairs of recorded horizontal components of
ground acceleration histories are selected from earthquakes having a magnitude greater
than 6.5, an epicentral distance between 10 and 20 km (that is near-fault motions are
excluded), and with site conditions representative of the soil profile of the applicable
response spectrum.

The motions are scaled by the following procedure:

(1) Each pair of ground accelerations is normalized by the SRSS (square root of the sum
of squares) of the peak ground velocities of the two components. The normalization
produces N pairs of ground accelerations with the same SRSS peak ground velocity.

(2) The SRSS spectra of each normalized pair are constructed.

(3) The average of the N SRSS spectra is constructed and raised by factor f to match at

the period of 1.0 sec the 1.4 times the target response spectrum.
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(4) The scaled factor for each pair (applied to the unscaled pair prior to normalization) is

then determined as f times the SRSS of the peak ground velocities of the pair (from

step (1)). This scaling process preserves the frequency content of the records and

ensures an equal contribution of the normalized records to the average response

spectrum.

For the case of the AASHTO A=0.4 and A=0.2, and soil profile type II (American

Association of State Highway and Transportation Officials, 1996) response spectra, ten

pairs of ground acceleration histories were selected from sites classified as soft rock to

stiff soil. Table 3-2 presents these motions and the scale factors. Figure 3-4 presents the

average, maximum and minimum spectral acceleration values of the 20 scaled motions

for the case of the A=0.4, soil profile type II spectrum. It may be observed that, on the

average, the scaled motions represent on the average well the AASHTO spectrum over a

wide range of period values. Moreover, the figure demonstrates the variability in the

characteristics of the scaled motions. Such variability is implicit in the definition of

seismic hazard.

Table 3-2 Motions Used to Represent AASHTO, Soil Profile Type 1I, A = 0.4
and 0.2 Spectra and Scale Factors

Earthquake Station Components Scale Scale
Factor, Factor,
A=0.4 A=0.2
1949 W. Washington | 325 (USGS) NO04W, N86E 2.74 1.37
1954 Eureka 022 (USGS) N11W, N79E 1.74 0.87
1971 San Fernando 241 (USGS) NOOW, S90W 1.96 0.98
1971 San Fernando 458 (USGS) SO00W, S90W 2.22 1.11
1989 Loma Prieta Gilroy 2 (CDMG) 90, 0 1.07 0.54
1989 Loma Prieta Hollister (CDMG) 90, 0 1.46 0.73
1992 Landers Yermo (CDMG) 360,270 1.28 0.64
1992 Landers Joshua (CDMG) 90,0 1.48 0.74
1994 Northridge Moorpark (CDMG) 180,90 2.61 1.31
1994 Northridge Century (CDMG) 90,360 2.27 1.14
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Considerable difficulties were encountered in the selection of acceleration histories
for soil profile type III. It was not possible to select 10 pairs of histories from earthquakes
having epicentral distance of 10 to 20 km. Moreover, many earthquake records from sites
classified as soft soil did not exhibit strong spectral accelerations at long periods.
Accordingly, the selection and scaling process was modified. Seven pairs of earthquake
records were selected from sites classified as soft soil or alluvium. For some of these
motions the site conditions were unknown, however, their spectra contained strong long
period components. The magnitude of the earthquakes ranged from 6.7 to 7.5 but the
epicentral distances varied from 16 to 166 km.

The scaling process treated the 14 components as being independent and was applied
as follows:

(1) Each component was normalized by the peak ground velocity of the component.

(2) The response spectrum of each normalized component was constructed.

(3) The average of the response spectra was constructed and raised by factof fto obtain a
good fit of the average spectrum with the target response spectrum.

(4) The scale factor for each (applied to the unscaled component prior to normalization)
was then determined as ‘f” times the peak ground velocity of the component.

Table 3-3 presents the motions selected to represent the AASHTO A=0.4, soil profile

type III spectrum and the scale factors.
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Table 3-3 Motions Used to Represent AASHTO, Soil Profile Type III, A= 0.4
Spectra and Scale Factors

Earthquake Station Components | Scale Factors*
1992 Landers Barstow-Vineyard (CDMG) | 90,0 3.03,3.46
1989 Loma Prieta Gilroy 3 (CDMG) 90,0 1.74,2.20
1992 Landers Amboy (CDMG) 90,0 4.26,3.79
1992 Landers Hotsprings (CDMG) 90,0 4.01, 3.65
1989 Loma Prieta Hollister & Pine (CDMGQG) 90,0 2.46,1.21
1994 Northridge Sylmar (CDMG) 90,0 0.99, 0.59
1979 Southern Alaska | Yakutat 90,270 3.20,2.45

*Scale Factors Apply to Indicated Components

Furthermore, Figure 3-5 presents the average, maximum, and minimum spectral
values of the scaled 14 components. Again the scaled motions represent on the average
well the AASHTO spectrum and demonstrate the variability in their characteristics.
However, it should be noted that the scaled components represent well the AASHTO
spectrum for periods above 1.0 sec, and that they are conservative for shorter periods.
That is, the use of these scaled motions will provide conservative estimates of the
response of bridges with effective period less than 1.0 sec. This case is encountered only
in some of the analyzed non-isolated configurations. Appendix B presents details on the
motions used and response spectra for each scaled motion
3.5 Application of Uniform Load Method for Analysis of Seismic-Isolated Bridges

The Uniform Load Method of the 1997 AASHTO "Guide Specifications"
(American Association of State Highway and Transportation Officials, 1997) provides
estimates of the isolation system and substructure displacements, and the statically
equivalent seismic force on the basis of the assumption of elastic substructure response.
The isolation system is represented by an equivalent linear elastic and linear viscous
representation which is dependent on the actual displacement of the isolation system.
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3.5.1 Isolation System with Bilinear Hysteretic or Sliding Behavior

The parameters describing the system (see Appendix A) are: pier period T,,
weight ratio v, isolation system period T, and strength to weight ratio (or friction

coefficient) 0.

Let the isolation system displacement be Uy,. The period of the system including
the effect of the flexibility of the substructure (this is the effective period) may be easily
determined and cast into the following form:

1/2

-1
VIl SveT?
T,=TVv"? 1+ —L+—2 3-1
. eff 4 ( TbZ 472_2Ub } ( )
The equivalent damping of the system is calculated as
B= Energy Dissipated per Cycle (3-2)

B 4r(Maximum Kinetic Energy)
Equation (3-2) is in a more> convenient form than the one in the 1997 AASHTO "Guide
Specifications" which utilizes the potential rather than the kinetic energy (the maxima of
the two are equal). The dissipated energy is calculated as 4QyUs, thus neglecting the
small additive contribution from the pier and also the small term (-4Q,Y3) due to the

bilinear behavior of the isolation system. The result is

X i (3-3)
2ﬂ3{(Ub+Up)z+—i}

14

p=

where Uy= pier displacement (see Fig. 3-1). The displacement of the system (that is,

displacement U=U+Uj, per Fig. 3-1) is given by

48



[ 250487,

(in mm) (3-4)

where A = acceleration coefficient, S; = site coefficient and B = damping coefficient
(related to B), which are prescribed in the 1997 "AASHTO Guide Specifications" (note
that in the Guide Specifications the system displacement is denoted as d).

The pier displacement is related to the system displacement by
sver: v\ 1)
U, =| 224 e ](1 +voL (3-5)
4r T, T,

Finally, the isolation system displacement is given by

U,=U-U 3-6)

p

and the equivalent seismic force, which is the elastic force on the pier, is given by

Fpe _ 4r’U,
W, gT:

+d 3-7)
The procedure for calculating displacement Uy and force Fp. is iterative. It involves the
following steps:
(1) Assume Uy
(2) Use (3-1) to (3-6) to calculate Uy
(3) Repeat steps (1) and (2) until satisféctory convergence is reached.
(4) Use (3-7) to calculate the pier elastic force.
3.5.2 Isolation System with Linear Elastic, Linear Viscous Behavior
The parameters describing the system (see Appendix A) are: pier period T,

weight ratio v, isolation system period T, and isolation system damping ratio .

The period of the system is given by
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T, =T,|1 Al 3.8)
e_b+v_i (_

The energy dissipated per cycle is given by 21°C,U,>/Tesr so that the equivalent damping

of the system 1is determined by (use of eq. 3-2):

§T eff Ul;z

_ 3-9
/ T,U*+U 1) G-9)

Equation (3-4) for the system displacement is valid, whereas the pier displacement is

given by:

T 2
U,= V{FPJ U, (3-10)

Moreover, equation (3-6) is valid. The procedure for determining displacements could

follow the following steps:

(1) Assume Uy

(2) Calculate U, using (3-10)

(3) Use (3-8), (3-9), (3-4) and (3-6) to calculate Uy,

(4) Repeat steps (1) to (3) until satisfactory convergence is reached.

However, this is not necessary since the system is linear. Combination of (3-8), (3-9),

it
(23]

(3-10) and (3-6) results in

B= G-11)
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Accordingly, the procedure requires use of (3-8) and (3-11) to evaluate the
effective period and equivalent damping, and then use of (3-4),. (3-6) and (3-10) to
determine the displacements.

Either procedure will yield the peak displacements of the pier and the isolation
system. The calculation of the peak elastic pier force requires further analysis because
this force does not occur at the instant of peak displacement. The concept is briefly
described in American Association of State Highway and Transportation Officials
(1997), and more elaborately in Federal Emergency Management Agency (1997) and
Tsopelas et al. (1997). Considering the harmonic response of a single-degree-of-freedom
viscous system as shown in Figure 3-6, three instants are recognized for which the force
is easily calculated: (a) the instant of maximum velocity at which the displacement is
zero, (b) the instant of maximum displacement at which the velocity is zero, and (c) the
instant of maximum acceleration. It is easily shown that the maximum force is equal to f;
times the force at the instant of maximum displacement plus f; times the force at the

instant of maximum velocity, where:
fi= cos[tan"’(Zg”)] (3-12)

= sin[tan"(Zé‘)] (3-13)
and &= viscous damping ratio.

Accordingly, the elastic force for the pier is given by

P fl[————%zU” j + f{——gﬂzw" j (3-14)

w, g 7;;2 g ];];ﬁ
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3.6 Model for Analysis of Non-isolated Bridge

The model used is the single-degree-of-freedom inelastic system shown in Figure
3-7. The behavior of this system was assumed to be either perfect bilinear hysteretic or
pinched hysteretic. The parameters describing this system are the initial period

1/2
T= 27{1} (3-15)
gk,

and the pinched behavior parameters as and o. Moreover, viscous damping was included
as described in Appendix A with an inherent viscous damping ratio of ;= 0.05 .

Analysis of this system involves first analysis in accordance with the Elastic
Seismic Response Coefficient Procedure (American Association of State Highway and

Transportation Officials, 1996). The elastic force for the pier is given by:

F, 1248

W T2/3

(3-16)

where A = acceleration coefficient, T = period and S = site coefficient. It should be noted
that coefficient S is not the same as coefficient S; (for isolated bridges). Specifically, for
soil profile type IT : S=1.2 and S;=1.5, and for soil profile type III :S=1.5 and S;=2.0 .
Moreover, (3-16) has an upper bound of 2.5A in all cases and an upper bound of 2.0A for
A>0.3 and soil profile type III.

Having established the elastic pier force, the actual strength of the pier was
determined by dividing Fp. by the ductility-based portion of the R-factor, R,. This
established Fy, and Y,. Subsequently, nonlinear time history analysis were performed
with the ensemble of scaled motions and values of the pier displacement ductility ratio

were determined as function of period T and factor R,
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SECTION 4

RESULTS AND INTERPRETATION

4.1 Non-Isolated Bridge
Figure 4-1 presents the calculated average pier displacement ductility ratio of the
non-isolated bridge for the four considered cases. Note that the cases A = 0.2 and A =

0.4, soil profile type II result in exactly the same response (however, this is not the case

in the isolated bridge). Appendix C presents the calculated ductility ratios for each of the

scaled earthquake components in the three cases with A = 0.4: bilinear hysteretic pier,

soil profile type II and III, and pinched hysteretic pier, soil profile type II.

The results in Figure 4-1 reveal the following:

(1) There is a general consistency between these results and results obtained on the
inverse relation (R, vs period for various values of ductility ratio) by many
investigators and reviewed in Miranda and Bertero (1994). That is, the displacement
ductility ratio is approximately equal to R, for large periods and it is larger than R,, in
the short period range. It may be seen in Figure 4-1 that this increase occurs at a
period of about 0.4 sec for soil profile type II and at about 0.8 sec for soil profile type
III. Both these period values are related to the cut-off period below which the elastic
force to weight ratio is bounded by the limits of either 2.5A or 2.0A (see Section 3.6).

(2) For soil profile type III there is a substantial increase in the displacement ductility
ratio in the short period range. It is related to the used scaled motions which, on the
average, have substantially stronger spectral acceleration values than the AASHTO

spectrum in the short period range (see Figure 3-5). That is, the results on the
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displacement ductility ratio for soil profile type III should be viewed as conservative in
the short period range.
(3) There is a noticeable increase in the displacement ductility ratio when pinched
hysteretic pier behavior is considered.

In addition to the average displacement ductility ratio, of interest is the variability of
the substructure response about this average ratio. Compiled from the data in Appendix
C, Figures 4-2 to 4-4 present the calculated maximum, average and minimum
displacement ductility ratio for each considered value of period and R,. It may be
observed that the variability in the response is consistent with the variability in the
seismic inpﬁt as illustrated in the response spectra of Figures 3-4 and 3-5.

4.2 Results for Seismic-Isolated Bridge Obtained by Uniform Load Method of
AASHTO Guide Specifications

Results obtained on the response of the isolated bridge by the Uniform Load Method
of the 1977 AASHTO "Guide Specifications for Seismic Isolation Design" (see Section
3.5) are used only for establishing the actual strength of the pier (upon division by R,)
prior to performing nonlinear dynamic analysis. Nevertheless, the results are useful and
are presented in graphical form in Appendix D. These results are in terms of the peak
isolation system (or bearing) displacement and the peak shear force at the top of the pier.
It should be noted that these results are based on the assumption of elastic pier behavior
and were obtained by equivalent linearization of the nonlinear isolation system. It is of
interest to note that in some of the results of Appendix D for the case of linear elastic-

linear viscous isolation system there is only a small difference between the results on
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displacements for damping ratio, £, of 0.3 and 0.4. The reason is that for the latter case
the effective damping, B, exceeded the limit of 0.3. Accordingly, the damping related
coefficient B was set at 1.7, resulting in a larger displacement in the isolation system.

4.3 Results of Nonlinear Dynamic Analysis of Seismic-Isolated Bridge

Results of the nonlinear dynamic analysis of the seismic-isolated bridge are presented
in Appendices E to J. These appendices contain several graphs on a single page. Each
page corresponds to a specific combination of pier behavior and isolation system
behavior, a specific AASHTO response spectrum, and specific values of weight ratio
v = Wy4/W,, pier period T, and factor R,,.

Each graph contains four curves that correspond to four different values of the
1solation system characteristic strength or four values of the viscous damping ratio in the
isolation system. Four graphs are presented on each page. Each presents the average
value of the following response quantities as function of period Ty, of the isolation
system:

(a) Pier displacement ductility ratio,

(b) Peak bearing (or isolation system) displacement,

(c) Peak shear force at the pier top (this is the force transmitted»by the isolation
system), and

(d) Peak shear force at the base of the pier (this force differs from the force at the
pier top due to acceleration of the pier).

A review of these results produces the following observations on the influence of

various parameters on the average pier displacement ductility ratio:
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(1) For bilinear hysteretic or sliding isolation systems the average pier ductility ratio is
markedly affected by the pier period T,. Particularly, the average ductility ratio is
large for low values of this period. In discussing the .signiﬁcance of period T it is
mmportant to note that this period is the initial (elastic) period of the pier as if the pier
were standing free, without the deck on top of it.

To relate the pier period T, to period T of a non-isolated bridge we consider that the
pier of the non-isolated bridge has the same stiffness as that of the seismic-isolated
bridge. It can be easily shown that the initial period of the non-isolated bridge (model of
Figure 3-7) T is given by

T=T,(1+v)"* (4-1)

where v = Wy/W,,_ In reality period T will be less than what (4-1) predicts given that the
piers of non-isolated bridges are typically stiffer than those of seismic-isolated bridges.
We may approximately write
0.7
T~T,(I+v)"? ki3 4-2
~T, v) 7 (4-2)
pni

where Fy;s = pier strength of isolated bridge and F,; = pier strength non-isolated bridge.
Equation (4-2) was derived on the assumption that the pier strength is proportional to the
maximum stress under elastic conditions, which is proportional to the pier plan
dimension to some power between 2 and 3. Moreover, the pier stiffness was assumed

proportional to the pier plan dimension to some power between 3 and 4 (power 0.7 is the

average of 2/3 and 3/4).
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The ratio Fpi/Fpni 1s less than unity and its value depends on the soil conditions,
period, response modification factor R, isolation system strength and isolation system
period Ty. If we assume Fpis/Fpni = 0.5 then a value of T, = 0.1 sec corresponds to a value
of T equal to approximately 0.2 sec, thus a very stiff system. Moreover, a value T, = 0.5
sec corresponds to a value T of the order of 1.0 sec. Therefore, the case T, = 0.1 sec
should be regarded as a lower bound, whereas the case T, = 0.5 sec should be regarded as
an upper bound on the pier period.

(2) For bilinear hysteretic or sliding isolation systems the average pier ductility ratio is
affected by the characteristic strength and period T, of the isolation system.
Particularly, the ductility ratio is larger for the Acombination of large characteristic
strength and large period T,. This is due to the fact that large period Ty, (flexible
isolation system) and large characteristic strength (large equivalent damping) result in
significant isolation effect for elastic substructure response. Accordingly, this
increase in the ductility ratio is caused by the combination of low pier yield strength
and large characteristic strength of the isolation system.

Reviewing the results of Appendix D we observe that for A = 0.4 the elastic pier
shear force is, in general, larger than 0.15Wy. Accordingly, the actual pier strength in
the analyses was larger than 0.10 Wy (after division by R, = 1.5, the largest value
considered). Therefore, in all analyzed cases for A = 0.4 the strength of the strength
of the pier was larger than (or at worst nearly the same as) the strength of the isolation
system. The large displacement ductility ratio resulted for those cases in which the

two strengths were close and has been primarily caused by some of the used seismic
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motions which had significant demand for inelastic action in the pier. This brings up

the issue of variability in the response which will be discussed later.

It is of interest to note in relation to the calculated large pier displacement
ductility ratios the following. In the application of the Uniform Load Method of
AASHTO (Section 3.5) a bound on the damping coefficient B of 1.7 was used (see
eq. (3-4)) when the equivalent damping exceeded 0.3. Accordingly, for some of the
analyzed cases (particularly large values of period Ty, and strength Qu,/W,) the
isolation system displacement and the elastic pier force were conservatively
estimated, that is, overestimated. @ Therefore, the ductility ratio has been
underestimated by comparison to a system in which the true elastic pier force has
been used to establish the yield strength of the pier.

(3) The average pier displacement ductility for sliding isolation systems is less, but
marginally éo, than that for bilinear hysteretic isolation systems. There are two
reasons for this difference. The first is related to the behavior of the two systems.
Sliding isolation systems have slightly less isolation system displacements than
comparable (same characteristic strength and period Ty) bilinear hysteretic isolation
systems due to differences in the yield displacement. The second reason is related to
the application of the Uniform Load Method of AASHTO. For the bilinear hysteretic
isolation systems (see Section 3.5.1) the equivalent damping was slightly
overestimated, resulting in a slightly lower elastic pier force than it should be.

(4) The average pier displacement ductility ratio for linear elastic/linear viscous isolation

systems is, in general, noticeably less dependent on the isolation system period T
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than in the case of either bilinear hysteretic or sliding isolation systems. Specifically,
the ductility ratio is about the same for the entire considered range of period Ty, (1.5 to
3.0 sec) for soil profile type II. However, there is some dependency on period T, for
soil profile type III.

4.4 Pier Displacement Ductility Ratio for Seismic-Isolated Bridges

We concentrate on the pier displacement ductility ratio and present the results in a
form that will allow comparison with the results for the case of the non-isolated bridge
(Figs. 4-1 to 4.4). We choose to present results for the particular case of weight ratio
v = W4/W,, = 10 and pier period T, = 0.25s as being representative of the typical situation
and with the understanding that lower values of the pier period T, result in higher
ductility ratio and vice versa. Moreover, we present results for the case of the bilinear
hysteretic and the linear elastic and viscous isolation systems. It should be noted that
sliding isolation systems exhibit a behavior similar to that of bilinear hysteretic isolation
systems.

Figures 4-5 to 4-7 present graphs of maximum, average and minimum pier
displacement ductility ratio calculated for the bilinear hysteretic isolation system with
6 =Qy/W4 = 0.06 and for the linear elastic and viscous system with & = 0.2. The latter
system is characterized by an equivalent damping of 0.2 or less, whereas in the former
the equivalent damping varies depending primarily on the input and the period T,. In
general, it is in the range of 0.10 to 0.25 for A = 0.4, soil profile type II input, in the range
of 0.25 to 0.40 for A = 0.2, soil profile type II input, and in the range of 0.08 to 0.18 for

A = 0.4, soil profile type I1I input.
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PIER DISPLACEMENT DUCTILITY RATIO

BILINEAR HYSTERETIC PIER, A=0.4, SOIL TYPE II,Tp=0.25 sec, v=10
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Figure 4-5 Variability in Pier Displacement Ductility Ratio of Isolated
Bridge for A = 0.4, Soil Profile Type II Input and Bilinear
Hysteretic Pier Behavior. Cases & = 0.06, £ = 0.2
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PIER DISPLACEMENT DUCTILITY RATIO
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Figure 4-6 Variability in Pier Displacement Ductility Ratio of Isolated
Bridge for A = 0.2, Soil Profile Type II Input and Bilinear
Hysteretic Pier Behavior. Cases & = 0.06, £ = 0.2
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PIER DISPLACEMENT DUCTILITY RATIO

BILINEAR HYSTERETIC PIER, A=0.4, SOIL TYPE III,Tp=0.25 sec, v=10
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Figure 4-7 Variability in Pier Displacement Ductility Ratio of Isolated
Bridge for A = 0.4, Soil Profile Type III Input and Bilinear
Hysteretic Pier Behavior. Cases 6 = 0.06, £ = 0.2
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Similarly Figures 4-8 and 4-9 present graphs of the maximum, average and
minimum pier displacement ductility ratio calculated for the bilinear hysteretic isolation
system with 8 = Qp/Wy4 = 0.10 and for the linear elastic and viscous isolation system with
€ =0.3. In the latter case the equivalent damping was 0.3 or less. In the former case the
equivalent damping varied in the range of 0.20 to 0.37 for A = 0.4, soil profile type II
input, and in the range of 0.15 to 0.30 for A = 0.4, soil profile type III input.

Finally, Figure 4-10 presents graphs of the maximum average and minimum pier
displacement ductility ratio calculated for the case of the pinched hysteretic pier and for
the bilinear hysteretic isolation system with & = Qp/W4 = 0.06 and 0.10.

A comparison of the results in Figures 4-5 to 4-10 to those in Figures 4-2 to 4-4
for the non-isolated bridge reveals a wider spread of ductility ratio values around the
average value for the isolated than for the non-isolated bridge. For a more meaningful
comparison we have to select an appropriate period of the non-isolated bridge to be
comparable to the pier period in the isolated bridge. On the basis of (4-2) for T, = 0.25
sec, v =10 and Fpii/Fpni = 0.5 a period of the non-isolated bridge T ~ 0.5 sec is calculated.

Accordingly, the results of Figures 4-5 to 4-10 are compared to those of the non-
isolated bridge (Fig. 4-1 to 4-4) at a period of about 0.5 sec. At this period, the maximum
pier displacement ductility ratio in the non-isolated bridge is approximately twice or less
than the average ductility ratio. For the isolated bridge the maximum pier displacement
ductility ratio is about two to three times the average ductility ratio. In general, this wider
spread of ductility ratio values indicates more sensitivity of the substructure inelastic

response of isolated bridges to the details of the seismic input.
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PIER DISPLACEMENT DUCTILITY RATIO

BILINEAR HYSTERETIC PIER, A=0.4, SOIL TYPE II,Tp=0.25 sec, v=10
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Figure 4-8 Variability in Pier Displacement Ductility Ratio of Isolated
Bridge for A = 0.4, Soil Profile Type II Input and Bilinear
Hysteretic Pier Behavior. Cases 6 = 0.10, £ = 0.3
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PIER DISPLACEMENT DUCTILITY RATIO
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Figure 4-9 Variability in Pier Displacement Ductility Ratio of Isolated
Bridge for A = 0.4, Soil Profile Type III Input and Bilinear
Hysteretic Pier Behavior. Cases 6 = 0.10, & = 0.3
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PIER DISPLACEMENT DUCTILITY RATIO
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Figure 4-10 Variability in Pier Displacement Ductility Ratio of Isolated
Bridge for A = 0.4, Soil Profile Type II Input and Pinched
Hysteretic Pier Behavior. Cases 6 = 0.06, £ = 0.10
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Concentrating now on the average pier displacement ductility ratio, Tables 4-1
and 4-2 include the range of calculated values for the isolated bridge and for the
comparable non-isolated bridge of T = 0.5 sec. For the isolated bridge the range of
values is due to the isolation system period T, varying between 1.5 and 3.0 sec. A
comparison of values indicates that the isolated bridge with R, = 1.5 has comparable
values of the average pier displacement ductility ratio with the non-isolated bridge with

R, =3.0. Similarly, the isolated bridge with R, = 1.0 has comparable values of the

ductility ratio with the non-isolated bridge designed for R,, in the range 1.0 to 2.0.

Table 4-1 Average Pier Displacement Ductility Ratio of Non-Isolated Bridge
with T = 0.5 sec

System R,=1.0 R,=2.0 R,=3.0
Bilinear Hysteretic Pier A = 0.4,
Soil Type II 0.9 1.9 3.5
Bilinear Hysteretic PierA = 0.4,
Soil Type IIT* 1.4 3.1 5.2
Pinched Hysteretic Pier A = 0.4,
Soil Type II 0.9 29 4.6

*Conservative values (see Fig. 3-5 and related commentary)

Based on these results, the demonstrated sensitivity of the substructure inelastic
response of isolated bridges to the details of the seismic input, and the increased pier
displacement ductility ratio when the pier is stiff or when the isolation system is of low
stiffness and of high characteristic strength, it is appropriate to design the substructure of

isolated bridges with a R,,-factor of 1.5 or less.
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Ideally and considering that current specifications specify R-values on the basis of

the type of substructure without consideration of the influences of the pier period and

isolation system properties, the R,, value for isolated bridges should be unity.

Table 4-2 Average Pier Displacement Ductility Ratio of Isolated Bridge with
T, =0.25 sec,v=10

System R,=1.0 R, =15
Bilinear Hysteretic Pier, A = 0.4, Soil Type 11, Bilinear
Hysteretic Isolation System & = 0.06 12-1.8 24-47

Bilinear Hysteretic Pier, A = 0.4, Soil Type II, Bilinear
Hysteretic Isolation System 6 = 0.10 1.3-2.1 2.8-6.5

Bilinear Hysteretic Pier, A = 0.4, Soil Type II, Linear
Elastic/Viscous Isolation System & = 0.2 1.4-1.6 3.0-4.0

Bilinear Hysteretic Pier, A = 0.4, Soil Type I, Linear
Elastic/Viscous Isolation System & = 0.3 14-1.5 3.0-42

Bilinear Hysteretic Pier, A = 0.4, Soil Type III, Bilinear
| Hysteretic Isolation System &= 0.06 09-14 22-43

Bilinear Hysteretic Pier, A = 0.4, Sotl Type III, Bilinear
Hysteretic Isolation System & = 0.10 09-1.5 1.9-49

Bilinear Hysteretic Pier, A = 0.4, Soil Type III, Linear
Elastic/Viscous Isolation System & = 0.2 09-1.6 1.7-3.9

Bilinear Hysteretic Pier, A = 0.4, Soil Type 1Ii, Linear
Elastic/Viscous Isolation System & = 0.3 09-1.3 22-40

Pinched Hysteretic Pier, A = 0.4, Soil Type II, Bilinear
Hysteretic Isolation System & = 0.06 1.5-2.1 28-54

Pinched Hysteretic Pier, A = 0.4, Soil Type II, Bilinear
Hysteretic Isolation System 6 = 0.10 15-24 3.1-6.7
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4.5 Concluding Remarks

Isolated bridges exhibit a sensitivity in the substructure inelastic response due to
the variability in the seismic input. This sensitivity of the response is more pronounced
than that in non-isolated bridges.

Design of the substructure of isolated bridges for an R,, factor of 1.5 or less results
in a comparable average substructure displacement ductility ratio with non-isolated
bridges for which the substructure is designed for an R,-factor of 3.0 or less. However,
for certain substructure and isolation system configurations, such as stiff pier and low
‘stiffness/high characteristic strength isolation system configurations, it may be
appropriate to design for an R,, value of 1.0.

The R-factor for an isolated bridge should thus be the product of the R,-factor
(range 1.0 to 1.5) and the overstrength factor. The latter is, in general, the same or
slightly larger in isolated bridges than in non-isolated 1b.ridges. This will be demonstrated
in Section 5. If we accept a value of about 1.5 for the overstrength factor of isolated
bridges, then R-factors in the range of 1.5 to 2.5 are calculated. This range of values is
specified in the 1997 "AASHTO Guide Specifications" (American Association of State

Highway and Transportation Officials, 1997).
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SECTION 5

OVERSTRENGTH AND RESPONSE MODIFICATION FACTORS

5.1 Introduction

The overstrength factor is defined as the ratio of the lateral force on the system when
a collapse mechanism develops to the lateral force on the system when the first plastic
hinge develops. It can be calculated by pushover analysis on the basis of nominal
properties for the materials. The actual overstrength factor can then be obtained by
increasing the calculated value due to known or assumed effects of strain hardening, rate
effects and actual material properties.

It may be inferred from the AASHTO "Standard Specifications" (American
Association of State Highway and Transportation Officials, 1996) that the assumed
overstrength factor for bridge substructures is in the range of about 1.0 to over 5/3 = 1.67.
For example, single columns which lack redundancy are assigned an R-factor of 3.0.
This figure includes the ductility based portion and likely a multiplier of just above unity
for material overstrength, etc. Well-detailed multiple column bents are assigned an R-
value of 5.0. Since both types of substructures are considered to have similar ductility
capacity, the difference is entirely due to redundancy. That is, the overstrength due to
structural redundancy is 5/3 = 1.67. Therefore, the overstrength factor for multiple
column bents is larger than 1.67. This observation is sufficient to conclude that
appropriate values of R-factor for the substructures of isolated bridges are in the range of

1.5 to 2.5 (assuming appropriate values of R, of 1.0 for substructures with minimal
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ductility capacity, 1.5 for substructures with good ductility capacity, and R, values of just
over 1.0 for substructures without redundancy‘ and 1.67 for substructures with
redundancy).

Therefore, the appropriate values of R-factor for the substructures of isolated
bridges are exactly as currently specified in the 1997 AASHTO "Guide Specifications"
(American Association of State Highway and Transportation, 1997). Accordingly,
further work related to the establishment of overstrength factors for isolated bridges is
unnecessary. Nevertheless, it is of interest to provide at least a rudimentary analysis of
overstrength. Accordingly, we obtain herein expressions for the overstrength factor of
simple non-isolated and isolated bridges for the single purpose of demonstrating that this
factor is, in general, the same or slightly higher in isolated bridges than in non-isolated
bridges.

5.2 Overstrength Factor of Non-isolated Bridges

Consider the simple bridge model of Figure 5-1. The superstructure (deck) is
assumed rigid, and each pier is assumed to have elastic stiffiiess K; and to simultaneously
form plastic hinges at its two ends. The latter assumption implies that the inflection point
is in the middle of each pier, a situation that is affected by the distribution of stiffness and
strength in the pier, and the deck and foundation flexibilities. The assumption of
simultaneous formation of plastic hinges at both ends leads to a larger level of force Fr at
which the first plastic hinge develops and accordingly to lower value of the overstrength

factor.
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The force-displacement relations for each pier and of the system are shown in
Figure 5-1 where M, = plastic moment at both ends of pier i, Fr = force at which the first
plastic hinge develops, and F. = force at which a collapse mechanism develops. The first

plastic hinge develops when the displacement of the deck reaches the limit

2M
U = min ( o ) (5-1)
i K

i o -
ivi

that is, the minimum yield displacement among the N piers. Accordingly, the force at

formation of the first plastic hinge is

2M ) X
F_ =min 2ot K. 5-2
; ;(Kl)g, (5-2)

i

N
where ZKi denotes the sum of the elastic stiffness of all piers.

i=1
The collapse mechanism develops when plastic hinges develop at both ends of all

piers. Accordingly,

v (2M, |
E=Z(,ﬂ (5-3)

(5-4)

Note that (5-4) produces a conservative estimate of the overstrength factor due to the
assumption of simultaneous plastic hinge formation at both ends. However, it derived

without consideration of P-A moment effects, consideration of which would have resulted



in a lower R, value. Consideration of these effects requires that systematic pushover
analysis is performed. Nevertheless, (5-4) provides insight into the factors affecting
overstrength and produces quick estimates of the overstrength factor. As an example,
consider the case of a two-span continuous deck with a single pier. Equation (5-4)
produces the obvious result R, = 1.0. The actual value will be higher due to the
aforementioned effects of strain rate, material overstrength, strain hardening, etc.
5.3 Overstrength Factor of Seismic-Isolated Bridges

Figure 5-2 shows the considered simple seismic-isolated bridge model. The isolation
bearings on top of each pier have effective stiffness K, whereas those at the two
abutments have effective stiffnesses Kes, and Ky, respectively. Each pier has elastic
stiffness K; (which is not the same as that of the piers of the non-isolated bridge) and the
assumption is made that plastic hinges form at the base of each pier. That is, each pier is
treated as a vertical cantilever. Moreover, P-A moment effects are neglected. These
effects include a component due to the pier top deformation (which was also neglected in
the case of the non-isolated bridge) and a component due to the isolation bearing
deformation. This component depends on the type of isolation bearing. In particular, it is

zero only for the case of sliding bearings (e.g., FPS bearings) when placed with the

sliding surface facing up.

The force Fr at first plastic hinge formation is determined as follows. The initial

stiffness of the system is given by

vl 1 1
Kin =Ke 73 +Ke + —+ (5-5)
offe b ;I:Ki Ke/ﬁil
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The displacement of the system at first plastic hinge formation (see Fig. 5-2) is

M .
U, =min] =2 L, 1 (5-6)
M \% Tk,

The force Fr is then given by
Fr=K,Up (5-7)
The force beyond the stage of plastic hinge formation in all piers at which the

abutment bearings can safely operate is given by:

N(M .,
Fczg[ l." )+(KeﬁhKeﬁb)UL (5-8)

where Up =fnaximum deck displacement with respect to ground at which the abutment
bearings operate safely. It should be noted that the effective stiffnesses Kera, Kes and
Kess in (5-5) are established at the displacement Ug, whereas the effective stiffnesses Ketra
and K, in (5-8) are established at the displacement Uy.

The overstrength factor is obtained as

R =Z¢ (5-9)

Equations (5-5) to (5-9) determine the overstrength factor. They also reveal the effect of
various aspects of isolation system design. For example, the first two terms in (5-5) and
the last term in (5-8) describe the effect of redistribution of the inertia force to the
isolation elements at the abutment locations. This redistribution affects both the force at
the formation of the first plastic hinge and force F.. Moreover, these equations and

Figure 5-2 demonstrate that isolated bridges may have higher overstrength than non-
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isolated bridges due to the fact that the force F. occurs at some displacement larger than

that at which plastic hinges develop in all piers. That is when point b is reached on the
force-displacement (pushover) curve of the system (see Fig. 5-2), there is further capacity
to resist force until the abutment bearings reach their operational limit. This limit, which
corresponds to displacement Uy, is not the ultimate force but some lesser force at which
the abutment bearings still have positive stiffness. This implies, of course, that the
isolation system is designed with a displacement capacity larger than the design
displacement.

5.4 Concluding Remarks

The overstrength factor for seismic-isolated bridges is either the same as that of non-
1solated bridges or slightly higher. The former case occurs in multi-span bridges in
which the abutment bearings may be assumed to contribute little to the redundancy of the
system. The latter case occurs in bridges with a small number of spans in which the
abutment bearings contribute to the redundancy of the system.

Considering that the overstrength factor for isolated bridges is the same as that for
non-isolated bridges, its value ranges between something above unity for substructures
without structural redundancy (e.g., single columns) and 1.67 for substructures with
redundancy (e.g., multiple column bents). Moreover, considering R, values in the range
of }l .0 to 1.5 (depending on the ductility capacity), Table 5-1 has been prepared to include
appropriate values of R-factor for substructures of isolated bridges. These values are
identical, or slightly larger than those in the 1997 AASHTO "Guide Specifications"

(American Association of State Highway and Transportation Officials, 1997).
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Table 5-1 Appropriate Values of R-factor for Substructures of

Seismic-Isolated Bridges

Substructure " R, R
Wall-Type Pier (Strong Direction) 1.0 1.67 1.67
Wall-Type Pier (Weak Direction,
Designed as a Column) 1.5 1.0 1.5
Single Columns 1.5 1.0 1.5
Multiple Column Bent 1.5 1.67 2.5
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SECTION 6

CONCLUSIONS

This study has been concerned with establishing appropriate response
modification factors for the substructures of seismic-isolated bridges. The study had two
specific obj ectives:‘

(@) To establish R-factors for isolated bridges on the basis of the assumption that the
currently specified R-factors in the "AASHTO Standard Specifications" (American
Association of State Highway and TranSportation Officials, 1996) for the
substructures of non-isolated bridges are appropriate. That is, the study has been
concermned with the evaluation of the seismic demand on the substructures of isolated
bridges and not the evaluation of their seismic capacity. Rather, the latter was
presumed known.

(b) To present the conceptual framework, the underlying reasons and analysis results
that necessitate the use of lower R-factors for isolated bridges as they are specified in
the 1997 AASHTO "Guide Specifications" (American Association of State Highway
and Transportation Officials, 1997).

An analysis of simple models of non-isolated and of seismic-isolated bridges has
been performed. A range of isolation system types, isolation system properties and of
substructure behaviors has been considered. Moreover, seismic excitation representative
of the AASHTO A = 0.4 and 0.2, soil profile type II and III response spectra were

considered. The analysis resulted in values of the substructure displacement ductility
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ratio, isolation system displacement and other relevant response quantities for particular

configurations of the isolation system and/or substructure, and for a range of values of the
ductility factor R,.. On the basis of these results the following have been observed:

(1) The average substructure displacement ductility ratio of seismic-isolated bridges is
markedly affected by the substructure elastic period Ty, isolation system period Ty
and ratio of characteristic strength of the isolation system to deck weight.
Particularly, the displacement ductility ratio is highest when the strength ratio is large
and the isolation system period is long (Table 4-2 provides information on the range
of calculated values of the average ductility ratio). That is, the average displacement
ductility ratio is highest for isolation systems configured for highest performance.
The reason for this behavior is that in these systems the strength of the isolation
system is marginally larger than that of the substructure.

(2) The substructure displacement ductility ratio in isolated bridges having isolation
systems with bilinear hysteretic and with sliding behaviors is essentially the same.
However, the substructures of bridges with isolation systems having linear
elastic/linear viscous behavior have displacement ductility ratios which are noticeably
less dependent on the isolation system period T,. This difference may be best
observed in the data of Table 4-2. It is likely the result ’of the characteristic strength
of these systems being velocity dependent rather than constant (like in the bilinear
hysteretic or sliding isolation systems).

(3) In general, seismic-isolated bridges exhibit greater sensitivity in their substructure

inelastic response than non-isolated bridges. This sensitivity of response is due to the
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variability in the seismic input. Figures 4-1 to 4-7 demonstrate this difference by
presenting maximum, minimum and average values of the substructure displacement
ductility ratio.

(4) Design of the substructure of seismic-isolated bridges for an R,-factor in the range of
1.0 to 1.5 results in comparable average substructure displacement ductility with non-
isolated bridges designed for an R, in the range of 1.0 to 3.0.

(5) Seismic-isolated bridges exhibit overstrength that is the same or slightly higher than
that of non-isolated bridges. The overstrength may be higher as result of increased
structural redundancy due to redistribution (e.g., existence of isolation bearings with
stiffness at the abutment locations).

(6) The overstrength factor, R,, for non-isolated bridges may be inferred from the
specified R-factor values in the American Association of State ﬁighway and
Transportation Officials (1996). Values of this factor are presented in Table 5-1.
Based on these results it was concluded that R-factor values for the substructures of

seismic-isolated bridges should be in the range of 1.5 to 2.5. Values for specific

substructures are presented in Table 5-1. The recommended values are identical to or
slightly higher than those in the 1997 AASHTO "Guide Specifications" (American

Association of State Highway and Transportation Officials, 1997).
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APPENDIX A
EQUATIONS OF MOTION OF ANALYZED SYSTEM

With reference to Figure 3-1 the equations of motion of the system are:

(Y_j(uwij _0 (A1)

g

(KJ(UUU](K)(quFo (A
g g

where U , = horizontal component of ground acceleration, g = acceleration of gravity,

F, = force in the isolation system and F, = shear force in the pier. A dot denotes

differentiation with respect to time.

A.1 MODELING OF ISOLATION SYSTEM

(1) Bilinear Hysteretic Behavior

Fh =K,U, +0Q,Z, (A-3)

Y, Zo+ 0.9Us|Z,|Z, [ +0.5Us|Z,[ ~Us =0 (A-4)

where Z, = dimensionless variable with values in the range [-1,1], = parameter with
value 5, Yy = yield displacement, and |..| = absolute value. Equations (A-3) and (A-4)
describe the behavior shown in Figure 3-1 (a). The model represents a slight modification

of the Bouc-Wen model (Wen, 1976) as it has been implemented in computer codes 3D-

BASIS (Reinhorn et al., 1994, Tsopelas et al., 1994).
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The yield displacement is related to the characteristic strength, Qp, and stiffnesses Ky, and

K (see Figure 3-1). The latter was assumed to be K; = 10 Ky, so that

0,
¥, = 5 ]é (A-5)
h
(2) Sliding Behavior

Equations (A-3) and (A-4) describe this behavior (Reinhorn et al., 1994, Tsopelas et al.,
1994) except that the yield is very small. It has been assumed to be Y, = 0.25 mm.
Moreover, the characteristic strength Qy, is expressed as

Q, =W, (A-6)
where & = coefficient of sliding friction, which is assumed to be constant. More
appropriately, & should be assumed to be of the form

o= -fmax - (-fmax - f;niu )exp(_ a (.]I»

} (A-7)

which deécribes the velocity dependence of the coefficient of sliding friction
(Constantinou et al., 1998b). Since the velocity of sliding is large, the use of § = fina

produces nearly identical results with the case when (A-7) is used. Accordingly, & is the

coefficient of friction at large velocity of sliding.
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(3) Linear Elastic and Linear Viscous Behavior.

F =KU,+C,U,

A.2 MODELING OF PIER

(1) Perfect Bilinear Hysteretic Behavior

F,=aK,U,+(-a)F,Z, +F,

wy-r

1’2 +0.50 1Z| +05U|Z| ~U, =0

(A-8)

(A-9)

(A-10)

where 11 = 5. Note that these equations are practically the same as (A-3) and (A-4) but

expressed in terms of different parameters. Analyses were performed only for the case

o =0.05, which describes a pier with very low post-yielding stiffness (but not

elastoplastic behavior for which o = 0).

Quantity Fyp represents a viscous force in order to account for energy dissipation under

elastic conditions. This force was expressed as

W
F,, =2B|— @, UP
g

A3

(A-11)



where B; = inherent damping ratio in the pier when standing alone without the deck on

top of it (assumed equal to 0.05) and wpefr = effective frequency of the free standing pier.

For elastic pier conditions (F, < Fyp), quantity opesr is equal to

/2
K,g
D oy {——nﬁ J (A-12)

14

which is the frequency of the pier under elastic conditions. The use of (A-12) for inelastic
pier conditions results in overestimation of the damping provided by this force and results
in substantial reduction of the pier displacement response (Tsopelas et al., 1997).

Accordingly, quantity ®pesr 1s defined as

4 1/2
K8
- eff
a)pqﬁ = (,’T—J (A-13)

p

where Kt is the effective pier stiffness, which is the peak shear force in the pier divided

by the peak pier displacement.

Calculation of Kefr and operrequired an iterative analysis. However, a two-step analysis

produced acceptable resuits. In the first step a dynamic analysis was performed with

Onerr = 0 and the peak pier displacement and force were calculated. K,.sx was then
P p p p p

calculated, (A-13) was used to calculate ®pesr and a new dynamic analysis was performed.
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This procedure ensured that the contribution to the effective damping ratio of the free

standing pier from the viscous force Fyp was not more than 0.05.

(2) Pinched Behavior

The pier displacement is split into the hysteretic component, Uy, and the slip component,
u,=U

n+Up | (A-14)

Equations (A-9) and (A-10) apply for the total pier displacement and the hysteretic

component of the pier displacement, respectively:

F,=ak,U,+(~a)F,Z,+F, (A-15)

PP wor

105U |z, ~Um =0 (A-16)

ZI7

"

Y, Z,+ 0.5\(},,112,,

in which Fyp is given by (A-11) and (A-13).

The slip component of displacement is described by the following equation which was

proposed by Baber and Noori (1985):



. % —Z2Y\
U :[E) a, ( g’jzﬂ (A-17)
7T o 20

where 2a; = the slip as shown in Figure 3-1(e) and o = dimensionless parameter that

controls the transition between the slip and lock phases.

A.3 PARAMETRIC FORM OF EQUATIONS OF MOTION
The equations of motion were normalized by the deck weight (Wy) in order to reduce the
number of parameters and to arrive at parameters with direct physical interpretation. The

equations were then reduced to first order form for numerical integration.

(1) System with Perfect Bilinear Hysteretic Pier and Bilinear Hysteretic or Sliding

Behavior of the Isolation System

The equations of motion are:

(.}p —(4; V)Uh +5VgZ {477[1 a)U (1 a)ngZ 2181 pc[f (.}g (A-lg)

b P

. 2
U, = M

U, -5(+v)gz, +2 U,,, +(1-a)gvZ, +2B,®,, Us (A-19)

I) P

where
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wy w Y
T =27~ | =2a] 2 (A-20)
gr, gk,

F
=2 A-21
! w, (A-21)
YA
Y
T, = 27{ d } (A-22)
gKI)
s=% (A-23)
Wd
vl (A-24)
W, |

and opesr is given by (A-13) with B; = 0.05. Quantity T, is the initial period of the pier if it
is free standing (i.e., without the deck on top of it). Moreover, quantity Ty, is period of the
isolation system on the basis of the post-yielding stiffness (this is not the effective period

per definition of the 1997 AASHTO Guide Specifications).

Furthermore, equations (A-4) and (A-10) are needed to fully describe the system. In these

equations 1} = 5 and the yield displacements are as follows:



(a) For the pier

I, g
v, ="k (A-25)
(b) For the isolation system
ogT;
)= i—ﬂ’; (A-26)

when the behavior is bilinear hysteretic. For sliding behavior, Y, = 0.25 mm.

The variables are quantities U ,,,l./ b, U U2y, Z p-

(2) System with Perfect Bilinear Hysteretic Pier and Linear Elastic / Linear Viscous

Behavior of the Isolation System

The equations of motion are:

- 4z’y 4nvé s [4n’a .
Uﬁ(?)lfw( g}Ub—[ = ]Up—(l—a)}/ngp—Zﬂia)pef,.U,,-—Ug (A-27)
h p

o 2 . 2 .
U, = _i”_;lzjﬁyb _4mg(ev)e 4’; U, +(-ayevZ, +2B0,, Uy,  (A28)
h r

b
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in which

47,

Moreover, equations (A-10) and (A-20) to (A-25) apply.

The variables are quantities U,,Us,U,,U,,Z ,.

(3) Systems with Pinched Pier Behavior and Bilinear Hysteretic Behavior of the

Isolation System

Equations (A-16), and (A-18) to (A-25) apply. Moreover, equations (A-14), (A-16) and

(A-17) with the condition sign((.] p)= sz’gn(l.] #1) yield:

Y,U,

B 2V a, z, " ion| T i
4 2] Senl - |1-0sfz, [ ~0ssig| U J2, 2,

(A-30)

The variables are quantities U,,Us,U ,,U»,Z,,Z .

A-9






APPENDIX B

DATA ON MOTIONS USED FOR DYNAMIC ANALYSIS AND

RESPONSE SPECTRA OF SCALED COMPONENTS
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Motions for Soil Profile Type II

1992 LANDERS (MAG=17.5)
Jhoshua Tree (EPICENT. DIST.=15Km) Yermo Fire Station(EPICENT. DIST.=84Km)
T L L T
COMPONENT 90 0 360 270
PGA(cm/s/s)= 278 268 149 240
PGV(cm/s)= 42.71 27.08 29 50.8
SRSS Acc 386.15 282.49
SRSS Veloc 50.57 58.49
Final Scale Factor 1.48 1.48 1.28 1.28
File Name EQO1 EQO02 EQ04 EQQ03
1989 LOMA PRIETA (MAG=7.1)
Gilroy#2 (EPICENT. DIST.=31Km) Hollister-SouthStreet and Pine (EPIC.DIST.=50Km)
L T T
COMPONENT 90 0 90 0
PGA(cm/s/s)= 316 344 175 362
PGV(cm/s)= 39.23 33.34 30.89 62.78
SRSS Acc 467.11 402.08
SRSS Veloc 51.48 69.97
Final Scale Factor 1.46 1.46 1.07 1.07
File Name EQO06 EQO5 EQO08 EQO07
1994 NORTHRIDGE (MAG= 6.8)
Century City LACC North (EPIC. DIST.=19.8Km) Moorpark (EPICENT. DIST.=32.6Km)
T L T L
COMPONENT 90 360 180 90
PGA(cm/s/s)= 265 235 294 186
PGV(cm/s)= 21.4 25.1 20.3 20.4
SRSS Acc 354.19 347.90
SRSS Veloc 32.98 28.78
Final Scale Factor 2.27 2.27 2.61 2.61
File Name EQ09 EQI0 EQI11 EQ12
1949 WESTERN WASH (MAG=7.1) 1954 EUREKA (022) (MAG= 6.5)
Olympia Hwy Test Lab (EPIC. DIST.=39Km) Eureka Federal Bldg. (EPIC.DIST.=5Km)
301 302 303 304
L T L T
COMPONENT NO4W N86E N11W N79E
PGA(cm/s/s)= 162 275 165 253
PGV(cm/s)= 21.4 17.1 31.6 294
SRSS Acc 319.17 302.05
SRSS Veloc 27.39 43.16
Final Scale Factor 2.74 2.74 1.74 1.74
File Name EQ14 EQI13 EQ16 EQI15
1971 SAN FERNANDO (241) (MAG= 6.6) 1971 SAN FERNANDO (458) (MAG=6.6)
L.A. 8244 Orion Blvd I* fl. (EPIC. DIST.=21Km) | 616 S Normandie St, bsmt (EPIC. DIST.=40Km)
309 310 311 312
T L T L
COMPONENT NOOW S90W SO0W S90W
PGA(cm/s/s)= 250 132 114 103
PGV(cm/s)= 30 23.9 17.6 28.8
SRSS Acc 282.71 153.64
SRSS Veloc 38.36 33.75
Final Scale Factor 1.96 1.96 2.22 2.22
File Name EQ17 EQI18 EQI19 EQ20
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Motions for Soil Profile Type II1

1992 LANDERS (MAG=17.5) 1989 LOMA PRIETA (MAG=7.1)
Barstow-Vineyard (EPICENT.DIST .= 93.5Km) Gilroy #3 (EPICENT.DIST.=32.5Km )
T L L T
COMPONENT: 90 0 90 0
PGA(cm/s/s)= 133 129 362 532
PGV(cm/s)= 25.12 21.95 43.77 34.48
SRSS Acc 185.28 643.48
SRSS Veloc 33.36 55.71
Final Scale Factor 3.03 3.46 1.74 2.20
File Name EQ31 EQ32 EQ33 EQ34
1992 LANDERS (MAG=17.5) 1992 LANDERS (MAG=7.5)
Amboy (EPICENT.DIST=74.2Km ) HotSpring (EPICENT.DIST.= 29.1Km)
L T L T
COMPONENT: 0 90 0 90
PGA(cm/s/s)= 113 143 167 151
PGV (cm/s)= 17.86 20.07 18.96 20.80
SRSS Acc " 182.26 225.14
SRSS Veloc 26.87 28.14
Final Scale Factor 4.26 3.79 4.01 3.65
File Name EQ51 EQ52 EQ53 EQ54

1989 LOMA PRIETA (MAG=7.1)

1994 NORTHRIDGE (MAG=6.8)

Hollister-SouthStreet and Pine (EPIC.DIST.=49.6Km)

Sylmar County Hosp.(EPIC.DIST.=16 Km)

L T T L
COMPONENT: 90 0 90 360
PGA(cm/s/s)= 175 362 593 827
PGV(cm/s)= 30.89 62.78 76.94 128.88
SRSS Acc 402.08 1017.63
SRSS Veloc 69.97 150.10
Final Scale Factor 2.46 1.21 0.99 0.59
File Name EQ39 EQ40 EQ45 EQ46
1979 SOUTHERN ALASKA (MAG=17.3)
Yakutat (EPICENT.DIST.=166Km )
COMPONENT: 9 279
PGA(cm/s/s)= 82 61
PGV(cm/s)= 23.76 31.08
SRSS Acc 102.20
SRSS Veloc 39.12
Final Scale Factor 3.20 2.45
File Name EQ47 EQ48
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APPENDIX C

CALCULATED VALUES OF PIER DISPLACEMENT

DUCTILITY RATIO OF NON-ISOLATED BRIDGE
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1.0

R=

=0.05

BILINEAR NON-ISOLATED PIER ALPHA

=1.2,

SOIL TYPE II, SI

A=0.4,

in mm

MAXIMUM PIER DUCTILITY,YIELD (Yp)

2.0

.9

224.2 245.8 267.9 290.4 313.4 336.8 360.7

Tp(sec)
Yp(mm)

1

162.5 182.5 203.

89.0 106.3 124.4 143.1

72.4

39.8 656.8
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APPENDIX D

RESULTS OF ANALYSIS OF SEISMIC-ISOLATED

BRIDGE BY THE UNIFORM LOAD METHOD

OF THE 1997 AASHTO GUIDE SPECIFICATIONS

FOR SEISMIC ISOLATION DESIGN
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400 | . -

[ A=0.4, Soil Typel! .
= |
£ I
= 300
E I
LLI
=
L
(@) L
< 200 L.

o L
<2
Q
© .
= . —-= &=03 ]
T 1007 — £=04
L]
o
0 : | - 1 :
1.5 2.0 2.5 3.0

0.5 — I ' ]

o

»
T
|

PIER TOP FORCE(Fpe/Wd)
o o
(V) w

01! 1 ' ' ! '
15 2.0 2.5 3.0




BEARING DISPLACEMENT (mm)

Wd/Wp=10, Tp=0.25 s, AASHTO UNIFORM LOAD METHOD

LINEAR ELASTIC/VISCOUS ISOLATION SYSTEM
400 ' T , T '

A=0.4, Soil Typett 7

300

200

" — - 03 ‘

100 |- 5 .

ol — E=04 _
0 ] . 1 . ! .

1.5 2.0 2.5 3.0

0.5 — | . T

o
o
T I T
|

PIER TOP FORCE(FpeNVd)
o o
N w

0.1 - ' : ' '
15 2.0 2.5 3.0




BEARING DISPLACEMENT (mm)

PIER TOP FORCE(F,/Wd)

o
(V)

Wd/Wp=10, Tp=0.5 s, AASHTO UNIFORM LOAD METHOD
LINEAR ELASTIC/VISCOUS ISOLATION SYSTEM

400
300
200

100

0.5

o
w

0.1

o
™~

A=0.4, Soil Type Il

T —T

1.5

2.0

3.0

1.5

3.0



400

BEARING DISPLACEMENT (mm)

PIER TOP FORCE(F,¢/Wd)

Wd/Wp=5, Tp=0.1 s, AASHTO UNIFORM LOAD METHOD
LINEAR ELASTIC/VISCOUS ISOLATION SYSTEM

300
200

100

A=0.4, Soil Type |

1.5

0.5

o
~

o
w

o
[V

0.1

2.0

3.0

1.5



BEARING DISPLACEMENT (mm)

WdNVp=5, Tp=0.25 s, AASHTO UNIFORM LOAD METHOD

LINEAR ELASTIC/VISCOUS ISOLATION SYSTEM
400 r ] ' T .

A=04, Soil Typell .

300

200

‘ —-- £03 '
100 + s .
_ —— &=04 _

O 1 { i | L
15 2.0 2.5 3.0

0.5 ' T T T

o
n
|
|

PIER TOP FORCE(F,¢/Wd)
o o
N w

0.1 ' — - ' ,
15 2.0 2.5 3.0



400

BEARING DISPLACEMENT (mm)

PIER TOP FORCE(Fe/Wd)

Wd/Wp=5, Tp=0.5 s, AASHTO UNIFORM LOAD METHOD
LINEAR ELASTIC/VISCOUS ISOLATION SYSTEM

300
200

100

A=0.4, Soil Type Il

1.5

0.5

o
w

o
(V]

0.1

o
»

2.0

3.0

1.5

3.0



BEARING DISPLACEMENT (mm)
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APPENDIX E

RESULTS OF NONLINEAR DYNAMIC ANALYSIS OF SEISMIC-ISOLATED
BRIDGE WITH PERFECT BILINEAR HYSTERETIC PIER
AND BILINEAR HYSTERETIC ISOLATION SYSTEM

FOR AASHTO, A=0.4, SOIL PROFILE TYPE II INPUT
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APPENDIX F

RESULTS OF NONLINEAR DYNAMIC ANALYSIS OF SEISMIC-ISOLATED
BRIDGE WITH PERFECT BILINEAR HYSTERETIC PIER
AND SLIDING ISOLATION SYSTEM

FOR AASHTO, A=0.4, SOIL PROFILE TYPE II INPUT
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APPENDIX G

RESULTS OF NONLINEAR DYNAMIC ANALYSIS OF SEISMIC-ISOLATED
BRIDGE WITH PERFECT BILINEAR HYSTERETIC PIER
AND LINEAR ELASTIC/VISCOUS ISOLATION SYSTEM

FOR AASHTO, A=(0.4, SOIL PROFILE TYPE I1 INPUT
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APPENDIX H

RESULTS OF NONLINEAR DYNAMIC ANALYSIS OF SEISMIC-ISOLATED
BRIDGE WITH PERFECT BILINEAR HYSTERETIC PIER
AND BILINEAR HYSTERETIC ISOLATION SYSTEM

FOR AASHTO, A=0.2, SOIL PROFILE TYPE II INPUT
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APPENDIX 1

RESULTS OF NONLINEAR DYNAMIC ANALYSIS OF SEISMIC-ISOLATED
BRIDGE WITH PERFECT BILINEAR HYSTERETIC PIER
AND BILINEAR HYSTERETIC ISOLATION SYSTEM

FOR AASHTO, A=0.4, SOIL PROFILE TYPE II1 INPUT
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APPENDIX J

RESULTS OF NONLINEAR DYNAMIC ANALYSIS OF SEISMIC-ISOLATED
BRIDGE WITH PINCHED HYSTERETIC PIER AND
BILINEAR HYSTERETIC ISOLATION SYSTEM FOR

AASHTO, A=0.4, SOIL PROFILE TYPE II INPUT
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"First-Year Program in Research, Education and Technology Transfer," 3/5/87, (PB88-134275, A04, MF-
AOD).

"Experimental Evaluation of Instantaneous Optimal Algorithms for Structural Control," by R.C. Lin, T.T.
Soong and A M. Reinhorn, 4/20/87, (PB88-134341, A04, MF-AQ1).

"Experimentation Using the Earthquake Simulation Facilities at University at Buffalo," by A.M. Reinhom
and R.L. Ketter, to be published.

"The System Characteristics and Performance of a Shaking Table," by J.S. Hwang, K.C. Chang and G.C.
Lee, 6/1/87, (PB88-134259, A03, MF-A01). This report is available only through NTIS (see address given
above).

"A Finite Element Formulation for Nonlinear Viscoplastic Material Using a Q Model,"” by O. Gyebi and G.
Dasgupta, 11/2/87, (PB88-213764, A08, MF-AO1).

"Symbolic Manipulation Program (SMP) - Algebraic Codes for Two and Three Dimensional Finite Element
Formulations," by X. Lee and G. Dasgupta, 11/9/87, (PB88-218522, A05, MF-A01).

"Instantaneous Optimal Control Laws for Tall Buildings Under Seismic Excitations," by JN. Yang, A.
Akbarpour and P. Ghaemmaghami, 6/10/87, (PB88-134333, A06, MF-A01). This report is only available
through NTIS (see address given above).

"IDARC: Inelastic Damage Analysis of Reinforced Concrete Frame - Shear-Wall Structures," by Y.J. Park,
AM. Reinhorn and S.K. Kunnath, 7/20/87, (PB88-134325, A09, MF-AO1). This report is only available
through NTIS (see address given above).

"Liquefaction Potential for New York State: A Preliminary Report on Sites in Manhattan and Buffalo," by
M. Budhu, V. Vijayakumar, R.F. Giese and L. Baumgras, 8/31/87, (PB88-163704, A03, MF-A01). This
report is available only through NTIS (see address given above).

"Vertical and Torsional Vibration of Foundations in Inhomogeneous Media," by A.S. Veletsos and K.W.
Dotson, 6/1/87, (PB88-134291, A03, MF-AQ1). This report is only available through NTIS (see address
given above).

"Seismic Probabilistic Risk Assessment and Seismic Margins Studies for Nuclear Power Plants," by
Howard H.M. Hwang, 6/15/87, (PB88-134267, A03, MF-A01). This report is only available through NTIS
(see address given above).

"Parametric Studies of Frequency Response of Secondary Systems Under Ground-Acceleration Excitations,”
by Y. Yong and Y.K. Lin, 6/10/87, (PB88-134309, A03, MF-A01). This report is only available through
NTIS (see address given above).

"Frequency Response of Secondary Systems Under Seismic Excitation," by J.A. HoLung, J. Cai and Y.K.

Lin, 7/31/87, (PB88-134317, A05, MF-A01). This report is only available through NTIS (see address given
above).
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NCEER-88-0001

NCEER-88-0002

Formerly the National Center for Earthquake Engineering Research

"Modelling Earthquake Ground Motions in Seismically Active Regions Using Parametric Time Series
Methods," by G.W. Ellis and A.S. Cakmak, 8/25/87, (PB88-134283, A08, MF-A01). This report is only
available through NTIS (see address given above).

"Detection and Assessment of Seismic Structural Damage," by E. DiPasquale and A.S. Cakmak, 8/25/87,
(PB88-163712, A0S, MF-AOQ1). This report is only available throngh NTIS (see address given above).

"Pipeline Experiment at Parkfield, California," by J. Isenberg and E. Richardson, 9/15/87, (PB88-163720,
A03, MF-A01). This report is available only through NTIS (see address given above).

"Digital Simulation of Seismic Ground Motion," by M. Shinozuka, G. Deodatis and T. Harada, 8/31/87,
(PB88-155197, A04, MF-AQ1). This report is available only through NTIS (see address given above).

"Practical Considerations for Structural Control: System Uncertainty, System Time Delay and Truncation of
Small Control Forces," J.N. Yang and A. Akbarpour, 8/10/87, (PB88-163738, A08, MF-A01). This report is
only available through NTIS (see address given above).

"Modal Analysis of Nonclassically Damped Structural Systems Using Canonical Transformation," by J.N.
Yang, S. Sarkani and F.X. Long, 9/27/87, (PB88-187851, A04, MF-A01).

"A Nonstationary Solution in Random Vibration Theory,” by J.R. Red-Horse and P.D. Spanos, 11/3/87,
(PB88-163746, A03, MF-A01).

"Horizontal Impedances for Radially Inhomogeneous Viscoelastic Soil Layers," by A.S. Veletsos and K.W.
Dotson, 10/15/87, (PB88-150859, A04, MF-A01).

"Seismic Damage Assessment of Reinforced Concrete Members," by Y.S. Chung, C. Meyer and M.
Shinozuka, 10/9/87, (PB88-150867, A05, MF-AO1). This report is available only through NTIS (see
address given above).

"Active Structural Control in Civil Engineering," by T.T. Soong, 11/11/87, (PB88-187778, A03, MF-A01).

"Vertical and Torsional Impedances for Radially Inhomogeneous Viscoelastic Soil Layers,"” by K.W. Dotson
and A.S. Veletsos, 12/87, (PB88-187786, A03, MF-A01).

"Proéeedings from the Symposium on Seismic Hazards, Ground Motions, Soil-Liquefaction and
Engineering Practice in Eastern North America," October 20-22, 1987, edited by K.H. Jacob, 12/87, (PB8S-
188115, A23, MF-AO1). This report is available only through NTIS (see address given above).

"Report on the Whittier-Narrows, California, Earthquake of October 1, 1987," by J. Pantelic and A.
Reinhorn, 11/87, (PB88-187752, A03, MF-A01). This report is available only through NTIS (see address
given above).

"Design of a Modular Program for Transient Nonlinear Analysis of Large 3-D Building Structures," by S.
Srivastav and J.F. Abel, 12/30/87, (PB88-187950, A05, MF-AO1). This report is only available through
NTIS (see address given above).

"Second-Year Program in Research, Education and Technology Transfer," 3/8/88, (PB88-219480, A04, MF-
A01).

"Workshop on Seismic Computer Analysis and Design of Buildings With Interactive Graphics,” by W.
McGuire, J.F. Abel and C.H. Conley, 1/18/88, (PB88-187760, A03, MF-A01). This report is only available
through NTIS (see address given above).

"Optimal Control of Nonlinear Flexible Structures," by J.N. Yang, F.X. Long and D. Wong, 1/22/88,
(PB88-213772, A06, MF-AQ1).
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NCEER-88-0010
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NCEER-88-0012

NCEER-88-0013

NCEER-88-0014

NCEER-88-0015

NCEER-88-0016

NCEER-88-0017

NCEER-88-0018

NCEER-88-0019

Formerly the National Center for Earthquake Engineering Research

"Substructuring Techniques in the Time Domain for Primary-Secondary Structural Systems," by G.D.
Manolis and G. Juhn, 2/10/88, (PB88-213780, A04, MF-A01).

"Iterative Seismic Analysis of Primary-Secondary Systems," by A. Singhal, L.D. Lutes and P.D. Spanos,
2/23/88, (PB28-213798, A04, MF-A01).

"Stochastic Finite Element Expansion for Random Media," by P.D. Spanos and R. Ghanem, 3/14/88,
(PB88-213806, A03, MF-A01).

*Combining Structural Optimization and Structural Control," by F.Y. Cheng and C.P. Pantelides, 1/10/88,
(PB88-213814, A05, MF-A01).

"Seismic Performance Assessment of Code-Designed Structures," by HH-M. Hwang, J-W. Jaw and H-J.
Shau, 3/20/88, (PB88-219423, A04, MF-AQ1). This report is only available through NTIS (see address
given above).

"Reliability Analysis of Code-Designed Structures Under Natural Hazards," by H.H-M. Hwang, H. Ushiba
and M. Shinozuka, 2/29/88, (PB88-229471, A07, MF-A01). This report is only available through NTIS (see
address given above).

"Seismic Fragility Analysis of Shear Wall Structures," by J-W Jaw and HH-M. Hwang, 4/30/88, (PB89-
102867, A04, MF-AO01).

"Base Isolation of a Multi-Story Building Under a Harmonic Ground Motion - A Comparison of
Performances of Various Systems," by F-G Fan, G. Ahmadi and 1.G. Tadjbakhsh, 5/18/88, (PB89-122238,
A06, MF-A01). This report is only available through NTIS (see address given above).

"Seismic Floor Response Spectra for a Combined System by Green's Functions," by F.M. Lavelle, L.A.
Bergman and P.D. Spanos, 5/1/88, (PB89-102875, A03, MF-A01).

"A New Solution Technique for Randomly Excited Hysteretic Structures," by G.Q. Cai and Y.K. Lin,
5/16/88, (PB89-102883, A03, MF-AQ1).

"A Study of Radiation Damping and Soil-Structure Interaction Effects in the Centrifuge," by K. Weissman,
supervised by J.H. Prevost, 5/24/88, (PB89-144703, A06, MF-AO1).

"Parameter Identification and Implementation of a Kinematic Plasticity Model for Frictional Soils," by J.H.
Prevost-and D.V. Griffiths, to be published.

"Two- and Three- Dimensional Dynamic Finite Element Analyses of the Long Valley Dam," by D.V.
Griffiths and J.H. Prevost, 6/17/88, (PB89-144711, A04, MF-A01).

"Damage Assessment of Reinforced Concrete Structures in Eastern United States," by A.M. Reinhorn, M.J.
Seidel, S.K. Kunnath and Y.J. Park, 6/15/88, (PB89-122220, A04, MF-AO1). This report is only available
through NTIS (see address given above).

"Dynamic Compliance of Vertically Loaded Strip Foundations in Multilayered Viscoelastic Soils," by S.
Ahmad and A.S.M. Israil, 6/17/88, (PB89-102891, A04, MF-A01).

"An Experimental Study of Seismic Structural Response With Added Viscoelastic Dampers," by R.C. Lin,
Z. Liang, T.T. Soong and R.H. Zhang, 6/30/88, (PB89-122212, A05, MF-AO1). This report is available
only through NTIS (see address given above).

"Experimental Investigation of Primary - Secondary System Interaction,” by G.D. Manolis, G. Juhn and
AM. Reinhorn, 5/27/88, (PB89-122204, A04, MF-A01).
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NCEER-88-0027

NCEER-88-0028

NCEER-88-0029
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NCEER-88-0031

NCEER-88-0032

NCEER-88-0033

NCEER-88-0034

NCEER-88-0035

NCEER-88-0036

NCEER-88-0037

Formerly the National Center for Earthquake Engineering Research

"A Response Spectrum Approach For Analysis of Nonclassically Damped Structures," by J.N. Yang, S.
Sarkani and F.X. Long, 4/22/88, (PB89-102909, A04, MF-A01).

"Seismic Interaction of Structures and Soils: Stochastic Approach," by A.S. Veletsos and A.M. Prasad,
7/21/88, (PB89-122196, A04, MF-A01). This report is only available through NTIS (see address given
above).

"Identification of the Serviceability Limit State and Detection of Seismic Structural Damage," by E.
DiPasquale and A.S. Cakmak, 6/15/88, (PB89-122188, A05, MF-AQ1). This report is available only
through NTIS (see address given above).

"Multi-Hazard Risk Analysis: Case of a Simple Offshore Structure," by B.K. Bhartia and E.H. Vanmarcke,
7/21/88, (PB89-145213, A05, MF-A01).

"Automated Seismic Design of Reinforced Concrete Buildings," by Y.S. Chung, C. Meyer and M.
Shinozuka, 7/5/88, (PB89-122170, A06, MF-A01). This report is available only through NTIS (see address
given above).

"Experimental Study of Active Control of MDOF Structures Under Seismic Excitations," by L.L. Chung,
R.C. Lin, T.T. Soong and A.M. Reinhorn, 7/10/88, (PB89-122600, A04, MF-AQ1).

"Earthquake Simulation Tests of a Low-Rise Metal Structure,” by J.S. Hwang, K.C. Chang, G.C. Lee and
R.L. Ketter, 8/1/88, (PB89-102917, A04, MF-A01).

"Systems Study of Urban Response and Reconstruction Due to Catastrophic Earthquakes," by F. Kozin and
HXK. Zhou, 9/22/88, (PB90-162348, A04, MF-A01).

"Seismic Fragility Analysis of Plane Frame Structures," by H.H-M. Hwang and Y K. Low, 7/31/88, (PB89-
131445, A06, MF-AO01).

"Response Analysis of Stochastic Structures," by A. Kardara, C. Bucher and M. Shinozuka, 9/22/88, (PB89-
174429, A04, MF-A01).

"Nonnormal Accelerations Due to Yielding in a Primary Structure," by D.C.K. Chen and L.D. Lutes,
9/19/88, (PB89-131437, A04, MF-A01).

"Design Approaches for Soil-Structure Interaction," by A.S. Veletsos, A M. Prasad and Y. Tang, 12/30/88,
(PB89-174437, A03, MF-AQ1). This report is available only through NTIS (see address given above).

"A Re-evaluation of Design Spectra for Seismic Damage Control," by C.J. Turkstra and A.G. Tallin,
11/7/88, (PB89-145221, A0S, MF-A01).

"The Behavior and Design of Noncontact Lap Splices Subjected to Repeated Inelastic Tensile Loading,"” by
V.E. Sagan, P. Gergely and R.N. White, 12/8/88, (PB89-163737, A08, MF-A01).

"Seismic Response of Pile Foundations,"” by S.M. Mamoon, P.K. Banerjee and S. Ahmad, 11/1/88, (PB89-
145239, A04, MF-A01).

"Modeling of R/C Building Structures With Flexible Floor Diaphragms (IDARC2)," by A.M. Reinhom,
S.K. Kunnath and N. Panahshahi, 9/7/88, (PB89-207153, A07, MF-A01).

"Solution of the Dam-Reservoir Interaction Problem Using a Combination of FEM, BEM with Particular

Integrals, Modal Analysis, and Substructuring," by C-S. Tsai, G.C. Lee and R.L. Ketter, 12/31/88, (PB89-
207146, A04, MF-AO01).

"Optimal Placement of Actuators for Structural Control," by F.Y. Cheng and C.P. Pantelides, 8/15/88,
(PB89-162846, A05, MF-A01).
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NCEER-88-0039

NCEER-88-0040

NCEER-88-0041

NCEER-88-0042

NCEER-88-0043

NCEER-88-0044

NCEER-88-0045

NCEER-88-0046

NCEER-88-0047

NCEER-89-0001

NCEER-89-0002

NCEER-89-0003

NCEER-89-0004

NCEER-89-0005

NCEER-89-0006

NCEER-89-0007

Formerly the National Center for Earthquake Engineering Research

"Teflon Bearings in Aseismic Base Isolation: Experimental Studies and Mathematical Modeling," by A.
Mokha, M.C. Constantinou and A.M. Reinhorn, 12/5/88, (PB89-218457, A10, MF-A01). This report is
available only through NTIS (see address given above).

"Seismic Behavior of Flat Slab High-Rise Buildings in the New York City Area," by P. Weidlinger and M.
Ettouney, 10/15/88, (PB90-145681, A04, MF-A01).

"Evaluation of the Earthquake Resistance of Existing Buildings in New York City," by P. Weidlinger and
M. Ettouney, 10/15/88, to be published.

*Small-Scale Modeling Techniques for Reinforced Concrete Structures Subjected to Seismic Loads," by W.
Kim, A. El-Attar and R.N. White, 11/22/88, (PB89-189625, A0S, MF-A0Q1).

"Modeling Strong Ground Motion from Multiple Event Earthquakes," by G.W. Ellis and A.S. Cakmak,
10/15/88, (PB89-174445, A03, MF-A01).

"Nonstationary Models of Seismic Ground Acceleration," by M. Grigoriu, S.E. Ruiz and E. Rosenblueth,
7/15/88, (PB89-189617, A04, MF-A01).

"SARCF User's Guide: Seismic Analysis of Reinforced Concrete Frames," by Y.S. Chung, C. Meyer and M.
Shinozuka, 11/9/88, (PB89-174452, A08, MF-A01).

"First Expert Panel Meeting on Disaster Research and Planning," edited by J. Pantelic and J. Stoyle,
9/15/88, (PB89-174460, A0S, MF-A01).

"Preliminary Studies of the Effect of Degrading Infill Walls on the Nonlinear Seismic Response of Steel
Frames," by C.Z. Chrysostomou, P. Gergely and J.F. Abel, 12/19/88, (PB89-208383, A05, MF-A01).

"Reinforced Concrete Frame Component Testing Facility - Design, Construction, Instrumentation and
Operation," by S.P. Pessiki, C. Conley, T. Bond, P. Gergely and R.N. White, 12/16/88, (PB89-174478,
A04, MF-AQ1).

"Effects of Protective Cushion and Soil Compliancy on the Response of Equipment Within a Seismically
Excited Building," by J.A. HoLung, 2/16/89, (PB89-207179, A04, MF-A01).

“Statistical Evaluation of Response Modification Factors for Reinforced Concrete Structures,” by H.H-M.
Hwang and J-W. Jaw, 2/17/89, (PB89-207187, A0S, MF-A0O1).

"Hysteretic Columns Under Random Excitation,” by G-Q. Cai and Y.K. Lin, 1/9/89, (PB89-196513, A03,
MF-A01).

"Experimental Study of "Elephant Foot Bulge' Instability of Thin-Walled Metal Tanks," by Z-H. Jia and
R.L. Ketter, 2/22/89, (PB89-207195, A03, MF-A01).

"Experiment on Performance of Buried Pipelines Across San Andreas Fault," by J. Isenberg, E. Richardson
and T.D. ORourke, 3/10/89, (PB89-218440, A04, MF-AO1). This report is available only through NTIS
(see address given above).

"A Knowledge-Based Approach to Structural Design of Earthquake-Resistant Buildings," by M. Subramani,
P. Gergely, C.H. Conley, J.F. Abel and A H. Zaghw, 1/15/89, (PB89-218465, A06, MF-A01).

"Liquefaction Hazards and Their Effects on Buried Pipelines," by T.D. ORourke and P.A. Lane, 2/1/89,
(PB89-218481, A09, MF-AQ1).
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NCEER-89-0008

NCEER-89-0009

NCEER-89-R010

NCEER-89-0011
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NCEER-89-0014

NCEER-89-0015

NCEER-89-0016

NCEER-89-P017

NCEER-89-0017

NCEER-89-0018

NCEER-89-0019

NCEER-89-0020

NCEER-89-0021

NCEER-89-0022

NCEER-89-0023

NCEER-89-0024

Formerly the National Center for Earthquake Engineering Research

"Fundamentals of System Identification in Structural Dynamics," by H. Imai, C-B. Yun, O. Maruyama and
M. Shinozuka, 1/26/89, (PB89-207211, A04, MF-AQ1).

"Effects of the 1985 Michoacan Earthquake on Water Systems and Other Buried Lifelines in Mexico," by
A.G. Ayala and M.J. ORourke, 3/8/89, (PB89-207229, A06, MF-AO1).

"NCEER Bibliography of Earthquake Education Materials," by K.EK. Ross, Second Revision, 9/1/89,
(PB90-125352, A05, MF-A01). This report is replaced by NCEER-92-0018.

"Inelastic Three-Dimensional Response Analysis of Reinforced Concrete Building Structures (IDARC-3D),
Part T - Modeling," by S.K. Kunnath and A M. Reinhorn, 4/17/89, (PB90-114612, AQ7, MF-A01). This
report is available only through NTIS (see address given above).

"Recommended Modifications to ATC-14," by C.D. Poland and J.0. Malley, 4/12/89, (PB90-108648, A1S,
MF-A01).

"Repair and Strengthening of Beam-to-Column Connections Subjected to Earthquake Loading," by M.
Corazao and A.J. Durrani, 2/28/89, (PB90-109885, A06, MF-A01).

"Program EXKAL2 for Identification of Structural Dynamic Systems," by O. Maruyama, C-B. Yun, M.
Hoshiya and M. Shinozuka, 5/19/89, (PB90-109877, A09, MF-A01).

"Response of Frames With Bolted Semi-Rigid Connections, Part I - Experimental Study and Analytical
Predictions,”" by P.J. DiCorso, A.M. Reinhorn, J.R. Dickerson, J.B. Radziminski and W.L. Harper, 6/1/89,
to be published.

"ARMA Monte Carlo Simulation in Probabilistic Structural Analysis," by P.D. Spanos and M.P. Mignolet,
7/10/89, (PB90-109893, A03, MF-AQ1).

"Preliminary Proceedings from the Conference on Disaster Preparedness - The Place of Earthquake
Education in Our Schools," Edited by K.E.K. Ross, 6/23/89, (PB90-108606, A03, MF-A01).

"Proceedings from the Conference on Disaster Preparedness - The Place of Earthquake Education in Our
Schools," Edited by K.E.K. Ross, 12/31/89, (PB90-207895, A012, MF-A02). This report is available only
through NTIS (see address given above).

"Multidimensional Models of Hysteretic Material Behavior for Vibration Analysis of Shape Memory
Energy Absorbing Devices, by E.J. Graesser and F.A. Cozzarelli, 6/7/89, (PB90-164146, A04, MF-A01).

"Nonlinear Dynamic Analysis of Three-Dimensional Base Isolated Structures (3D-BASIS)," by S.
Nagarajaiah, A M. Reinhorn and M.C. Constantinou, 8/3/89, (PB90-161936, A06, MF-A01). This report
has been replaced by NCEER-93-0011.

"Structural Control Considering Time-Rate of Control Forces and Control Rate Constraints," by F.Y. Cheng
and C.P. Pantelides, 8/3/89, (PB90-120445, A04, MF-A01).

"Subsurface Conditions of Memphis and Shelby County,” by K.W. Ng, T-S. Chang and H-H.M. Hwang,
7/26/89, (PB90-120437, A03, MF-A01).

"Seismic Wave Propagation Effects on Straight Jointed Buried Pipelines," by K. Elhmadi and M.J.
ORourke, 8/24/89, (PB90-162322, A10, MF-AQ2).

"Workshop on Serviceability Analysis of Water Delivery Systems," edited by M. Grigoriu, 3/6/89, (PB90-
127424, A03, MF-A01).

"Shaking Table Study of a 1/5 Scale Steel Frame Composed of Tapered Members," by K.C. Chang, J.S.
Hwang and G.C. Lee, 9/18/89, (PB90-160169, A04, MF-A01).
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NCEER-89-0025

NCEER-89-0026

NCEER-89-0027

NCEER-89-0028

NCEER-89-0029

NCEER-89-0030

NCEER-89-0031

NCEER-89-0032

NCEER-89-0033

NCEER-89-0034

NCEER-89-0035

NCEER-89-0036

NCEER-89-0037

NCEER-89-0038

NCEER-89-0039

NCEER-89-0040

NCEER-89-0041

NCEER-90-0001

Formerly the National Center for Earthquake Engineering Research

"“DYNAID: A Computer Program for Nonlinear Seismic Site Response Analysis - Technical
Documentation," by Jean H. Prevost, 9/14/89, (PB90-161944, A07, MF-A01). This report is available only
through NTIS (see address given above).

"1:4 Scale Model Studies of Active Tendon Systems and Active Mass Dampers for Aseismic Protection,” by
AM. Reinhorn, T.T. Soong, R.C. Lin, Y.P. Yang, Y. Fukao, H. Abe and M. Nakai, 9/15/89, (PB90-
173246, A10, MF-A02). This report is available only through NTIS (see address given above).

"Scattering of Waves by Inclusions in a Nonhomogeneous Elastic Half Space Solved by Boundary Element
Methods," by P.K. Hadley, A. Askar and A.S. Cakmak, 6/15/89, (PB90-145699, A07, MF-A01).

"Statistical Evaluation of Deflection Amplification Factors for Reinforced Concrete Structures," by HH.M.
Hwang, J-W. Jaw and A.L. Ch'ng, 8/31/89, (PB90-164633, AG5, MF-A01).

"Bedrock Accelerations in Memphis Area Due to Large New Madrid Earthquakes," by HH-M. Hwang,
C.H.S. Chen and G. Yu, 11/7/89, (PB90-162330, A04, MF-A01).

"Seismic Behavior and Response Sensitivity of Secondary Structural Systems," by Y.Q. Chen and T.T.
Soong, 10/23/89, (PB90-164658, A08, MF-A01).

"Random Vibration and Reliability Analysis of Primary-Secondary Structural Systems," by Y. Ibrahim, M.
Grigoriu and T.T. Soong, 11/10/89, (PB90-161951, A04, MF-A01).

"Proceedings from the Second U.S. - Japan Workshop on Liquefaction, Large Ground Deformation and
Their Effects on Lifelines, September 26-29, 1989," Edited by T.D. ORourke and M. Hamada, 12/1/89,
(PB90-209388, A22, MF-A03).

"Deterministic Model for Seismic Damage Evaluation of Reinforced Concrete Structures,” by J.M. Bracci,
AM. Reinhom, J.B. Mander and S.K. Kunnath, 9/27/89, (PB91-108803, A06, MF-AO1).

"On the Relation Between Local and Global Damage Indices," by E. DiPasquale and A.S. Cakmak, 8/15/89,
(PB90-173865, A0S, MF-A01).

"Cyclic Undrained Behavior of Nonplastic and Low Plasticity Silts," by A.J. Walker and H.E. Stewart,
7/26/89, (PB90-183518, A10, MF-A01).

"Liquefaction Potential of Surficial Deposits in the City of Buffalo, New York," by M. Budhu, R. Giese and
L. Baumgrass, 1/17/89, (PB90-208455, A04, MF-A01).

"A Deterministic Assessment of Effects of Ground Motion Incoherence," by A.S. Veletsos and Y. Tang,
7/15/89, (PB90-164294, A03, MF-AQ1).

"Workshop on Ground Motion Parameters for Seismic Hazard Mapping,” July 17-18, 1989, edited by R.V.
Whitman, 12/1/89, (PB90-173923, A04, MF-AO1).

"Seismic Effects on Elevated Transit Lines of the New York City Transit Authority,” by C.J. Costantino,
C.A. Miller and E. Heymsfield, 12/26/89, (PB90-207887, A06, MF-A01).

"Centrifugal Modeling of Dynamic Soil-Structure Interaction," by K. Weissman, Supervised by J.H.
Prevost, 5/10/89, (PB90-207879, A07, MF-AOQ1).

"Linearized Identification of Buildings With Cores for Seismic Vulnerability Assessment,” by I-K. Ho and
AE. Aktan, 11/1/89, (PB90-251943, A07, MF-AO1). '

"Geotechnical and Lifeline Aspects of the October 17, 1989 Loma Prieta Earthquake in San Francisco," by
T.D. ORourke, H.E. Stewart, F.T. Blackburm and T.S. Dickerman, 1/90, (PB90-208596, A05, MF-A01).
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NCEER-90-0002

NCEER-90-0003

NCEER-90-0004

NCEER-90-0005

NCEER-90-0006

NCEER-90-0007

NCEER-50-0008

NCEER-90-0009

NCEER-90-0010

NCEER-90-0011

NCEER-90-0012

NCEER-90-0013

NCEER-90-0014

NCEER-90-0015

NCEER-90-0016

NCEER-90-0017

NCEER-90-0018

NCEER-90-0019

Formerly the National Center for Earthquake Engineering Research

"Nonnormal Secondary Response Due to Yielding in a Primary Structure,” by D.C.K. Chen and L.D. Lutes,
2/28/90, (PB90-251976, A07, MF-A0Q1).

"Earthquake Education Materials for Grades K-12," by K.E.K. Ross, 4/16/90, (PB91-251984, A05, MF-
A03). This report has been replaced by NCEER-92-0018.

"Catalog of Strong Motion Stations in Eastemn North America," by R.W. Busby, 4/3/90, (PB90-251984,
A0S, MF-A01).

"NCEER Strong-Motion Data Base: A User Manual for the GeoBase Release (Version 1.0 for the Sun3),"
by P. Friberg and K. Jacob, 3/31/90 (PB90-258062, A04, MF-AQ1).

"Seismic Hazard Along a Crude Oil Pipeline in the Event of an 1811-1812 Type New Madrid Earthquake,"
by H.H.M. Hwang and C-H.S. Chen, 4/16/90, (PB90-258054, A04, MF-AQ1).

"Site-Specific Response Spectra for Memphis Sheahan Pumping Station,” by HH.M. Hwang and C.S. Lee,
5/15/90, (PB91-108811, A0S, MF-A01).

"Pilot Study on Seismic Vulnerability of Crude Oil Transmission Systems," by T. Ariman, R. Dobry, M.
Grigoriu, F. Kozin, M. ORourke, T. ORourke and M. Shinozuka, 5/25/90, (PB91-108837, A06, MF-A01).

"A Program to Generate Site Dependent Time Histories: EQGEN," by G.W. Ellis, M. Srinivasan and A.S.
Cakmak, 1/30/90, (PB91-108829, A04, MF-AO1).

"Active Isolation for Seismic Protection of Operating Rooms," by M.E. Talbott, Supervised by M.
Shinozuka, 6/8/9, (PB91-110205, A05, MF-A01).

"Program LINEARID for Identification of Linear Structural Dynamic Systems,” by C-B. Yun and M.
Shinozuka, 6/25/90, (PB91-110312, A08, MF-A01).

"Two-Dimensional Two-Phase Elasto-Plastic Seismic Response of Earth Dams," by AN. Yiagos,
Supervised by J.H. Prevost, 6/20/90, (PB91-110197, A13, MF-A02).

"Secondary Systems in Base-Isolated Structures: Experimental Investigation, Stochastic Response and
Stochastic Sensitivity," by G.D. Manolis, G. Juhn, M.C. Constantinou and A.M. Reinhom, 7/1/90, (PB91-
110320, A0S, MF-AO1).

"Seismic Behavior of Lightly-Reinforced Concrete Column and Beam-Column Joint Details," by S.P.
Pessiki, C.H. Conley, P. Gergely and R.N. White, 8/22/90, (PB91-108795, Al11, MF-A02).

"Two Hybrid Control Systems for Building Structures Under Strong Earthquakes," by J.N. Yang and A.
Danielians, 6/29/90, (PB91-125393, A04, MF-AQ1).

"Instantaneous Optimal Control with Acceleration and Velocity Feedback," by JN. Yang and Z. Li,
6/29/90, (PB91-125401, A03, MF-AO1).

"Reconnaissance Report on the Northern Iran Earthquake of June 21, 1990," by M. Mehrain, 10/4/90,
(PB91-125377, A03, MF-A0Q1).

"Evaluation of Liquefaction Potential in Memphis and Shelby County," by T.S. Chang, P.S. Tang, C.S. Lee
and H. Hwang, 8/10/90, (PB91-125427, A09, MF-A01).

"Experimental and Analytical Study of a Combined Sliding Disc Bearing and Helical Steel Spring Isolation

System," by M.C. Constantinou, A.S. Mokha and A.M. Reinhorn, 10/4/90, (PB91-125385, A06, MF-A01).
This report is available only through NTIS (see address given above).
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NCEER-50-0020

NCEER-90-0021
NCEER-90-0022
NCEER-90-0023
NCEER-90-0024
NCEER-90-0025
NCEER—90-OO26
NCEER-90-0027
NCEER-90-0028

NCEER-90-0029
NCEER-91-0001

NCEER-91-0002
NCEER-91-0003
NCEER-91-0004

NCEER-91-0005

NCEER-91-0006

NCEER-91-0007

Formerly the National Center for Earthquake Engineering Research

"Experimental Study and Analytical Prediction of Earthquake Response of a Sliding Isolation System with a
Spherical Surface," by A.S. Mokha, M.C. Constantinou and A.M. Reinhorn, 10/11/90, (PB91-125419, A0S,
MF-A01).

"Dynamic Interaction Factors for Floating Pile Groups," by G. Gazetas, K. Fan, A. Kaynia and E. Kausel,
9/10/90, (PB91-170381, A0S, MF-AO1).

"Evaluation of Seismic Damage Indices for Reinforced Concrete Structures," by S. Rodriguez-Gomez and
A.S. Cakmak, 9/30/90, PB91-171322, A06, MF-AO1).

"Study of Site Response at a Selected Memphis Site," by H. Desai, S. Ahmad, E.S. Gazetas and M.R. Oh,
10/11/90, (PB91-196857, A03, MF-A01).

"A User's Guide to Strongmo: Version 1.0 of NCEER's Strong-Motion Data Access Tool for PCs and
Terminals," by P.A. Friberg and C.A.T. Susch, 11/15/90, (PB91-171272, A03, MF-A0Q1).

"A Three-Dimensional Analytical Study of Spatial Variability of Seismic Ground Motions," by L-L. Hong
and A.H.-S. Ang, 10/30/90, (PB91-170399, A09, MF-A01).

"MUMOID User's Guide - A Program for the Identification of Modal Parameters," by S. Rodriguez-Gomez
and E. DiPasquale, 9/30/90, (PB91-171298, A04, MF-A01).

"SARCF-II User's Guide - Seismic Analysis of Reinforced Concrete Frames," by S. Rodriguez-Gomez, Y.S.
Chung and C. Meyer, 9/30/90, (PB91-171280, A0S, MF-A01).

"Viscous Dampers: Testing, Modeling and Application in Vibration and Seismic Isolation," by N. Makris
and M.C. Constantinou, 12/20/90 (PB91-190561, A06, MF-A01).

*Soil Effects on Earthquake Ground Motions in the Memphis Area," by H. Hwang, C.S. Lee, K.W. Ng and
T.S. Chang, 8/2/90, (PB91-190751, A05, MF-A01).

"Proceedings from the Third Japan-U.S. Workshop on Earthquake Resistant Design of Lifeline Facilities
and Countermeasures for Soil Liquefaction, December 17-19, 1990," edited by T.D. ORourke and M.
Hamada, 2/1/91, (PB91-179259, A99, MF-A04).

"Physical Space Solutions of Non-Proportionally Damped Systems," by M. Tong, Z. Liang and G.C. Lee,
1/15/91, (PB91-179242, A04, MF-AO1).

"Seismic Response of Single Piles and Pile Groups," by K. Fan and G. Gazetas, 1/10/91, (PB92-174994,
A04, MF-A01).

"Damping of Structures: Part 1 - Theory of Complex Damping," by Z. Liang and G. Lee, 10/10/91, (PB92-
197235, A12, MF-A03).

"3D-BASIS - Nonlinear Dynamic Analysis of Three Dimensional Base Isolated Structures: Part II," by S.
Nagarajaiah, A.M. Reinhom and M.C. Constantinou, 2/28/91, (PB91-190553, A07, MF-A01). This report
has been replaced by NCEER-93-0011.

"A Multidimensional Hysteretic Model for Plasticity Deforming Metals in Energy Absorbing Devices," by
E.J. Graesser and F.A. Cozzarelli, 4/9/91, (PB92-108364, A04, MF-AO1).

"A Framework for Customizable Knowledge-Based Expert Systems with an Application to a KBES for
Evaluating the Seismic Resistance of Existing Buildings," by E.G. Ibarra-Anaya and S.J. Fenves, 4/9/91,
(PB91-210930, A08, MF-A01).
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NCEER-91-0008

NCEER-91-0009

NCEER-91-0610

NCEER-91-0011

NCEER-91-0012

NCEER-91-0013

NCEER-91-0014

NCEER-91-0015

NCEER-91-0016

NCEER-91-0017

NCEER-91-0018

NCEER-91-0019

NCEER-91-0020

NCEER-91-0021

NCEER-91-0022

NCEER-91-0023

NCEER-91-0024

NCEER-91-0025

Formerly the National Center for Earthquake Engineering Research

"Nonlinear Analysis of Steel Frames with Semi-Rigid Connections Using the Capacity Spectrum Method,"
by G.G. Deierlein, S-H. Hsieh, Y-J. Shen and J.F. Abel, 7/2/91, (PB92-113828, A05, MF-A01).

"Earthquake Education Materials for Grades K-12," by K.EK. Ross, 4/30/91, (PB91-212142, A06, MF-
AO01). This report has been replaced by NCEER-92-0018.

"Phase Wave Velocities and Displacement Phase Differences in a Harmonically Oscillating Pile," by N.
Makris and G. Gazetas, 7/8/91, (PB92-108356, A04, MF-A01).

"Dynamic Characteristics of a Full-Size Five-Story Steel Structure and a 2/5 Scale Model," by K.C. Chang,
G.C. Yao, G.C. Lee, D.S. Hao and Y.C. Yeh," 7/2/91, (PB93-116648, A06, MF-A02).

"Seismic Response of a 2/5 Scale Steel Structure with Added Viscoelastic Dampers," by K.C. Chang, T.T.
Soong, S-T. Oh and M.L. Lai, 5/17/91, (PB92-110816, A05, MF-AO1).

"Earthquake Response of Retaining Walls; Full-Scale Testing and Computational Modeling," by S.
Alampalli and A-W.M. Elgamal, 6/20/91, to be published.

"3D-BASIS-M: Nonlinear Dynamic Analysis of Multiple Building Base Isolated Structures,” by P.C.
Tsopelas, S. Nagarajaiah, M.C. Constantinou and A.M. Reinhorn, 5/28/91, (PB92-113885, A09, MF-AQ2).

"Evaluation of SEAOC Design Requirements for Sliding Isolated Structures," by D. Theodossiou and M.C.
Constantinou, 6/10/91, (PB92-114602, A11, MF-A03).

"Closed-Loop Modal Testing of a 27-Story Reinforced Concrete Fiat Plate-Core Building," by HR.
Somaprasad, T. Toksoy, H. Yoshiyuki and A E. Aktan, 7/15/91, (PB92-129980, A07, MF-A(2).

"Shake Table Test of a 1/6 Scale Two-Story Lightly Reinforced Concrete Building," by A.G. El-Attar, RN.
White and P. Gergely, 2/28/91, (PB92-222447, A06, MF-A02).

*Shake Table Test of a 1/8 Scale Three-Story Lightly Reinforced Concrete Building," by A.G. El-Attar,
R.N. White and P. Gergely, 2/28/91, (PB93-116630, A08, MF-A02).

"Transfer Functions for Rigid Rectangular Foundations," by A.S. Veletsos, A M. Prasad and W.H. Wu,
7/31/91, to be published.

"Hybrid Control of Seismic-Excited Nonlinear and Inelastic Structural Systems," by J.N. Yang, Z. Li and A.
Danielians, 8/1/91, (PB92-143171, A06, MF-A02).

"The NCEER-91 Earthquake Catalog: Improved Intensity-Based Magnitudes and Recurrence Relations for
U.S. Earthquakes East of New Madrid," by L. Seeber and J.G. Armbruster, 8/28/91, (PB92-176742, A(6,
MF-A02).

"Proceedings from the Implementation of Earthquake Planning and Education in Schools: The Need for

Change - The Roles of the Changemakers," by K.E.K. Ross and F. Winslow, 7/23/91, (PB92-129998, Al2,
MF-A03).

"A Study of Reliability-Based Criteria for Seismic Design of Reinforced Concrete Frame Buildings,"” by
H.HM. Hwang and H-M. Hsu, 8/10/91, (PB92-140235, A09, MF-AQ2).

"Experimental Verification of a Number of Structural System Identification Algorithms," by R.G. Ghanem,
H. Gavin and M. Shinozuka, 9/18/91, (PB92-176577, A18, MF-A04).

"Probabilistic Evaluation of Liquefaction Potential,” by HHM. Hwang and C.S. Lee," 11/25/91, (PB92-
143429, A0S, MF-AO1).
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NCEER-91-0026

NCEER-91-0027

NCEER-92-0001

NCEER-92-0002

NCEER-92-0003

NCEER-92-0004

NCEER-92-0005

NCEER-92-0006

NCEER-92-0007

NCEER-92-0008

NCEER-92-0009

NCEER-92-0010

NCEER-92-0011

NCEER-92-0012

NCEER-92-0013

NCEER-92-0014

NCEER-92-0015

NCEER-92-0016

Formerly the National Center for Earthquake Engineering Research

"Instantaneous Optimal Control for Linear, Nonlinear and Hysteretic Structures - Stable Controllers," by
JN. Yang and Z. Li, 11/15/91, (PB92-163807, A04, MF-AQ1).

"Experimental and Theoretical Study of a Sliding Isolation System for Bridges," by M.C. Constantinou, A.
Kartoum, A.M. Reinhorn and P. Bradford, 11/15/91, (PB92-176973, A10, MF-A03).

"Case Studies of Liquefaction and Lifeline Performance During Past Earthquakes, Volume 1: Japanese Case
Studies," Edited by M. Hamada and T. ORourke, 2/17/92, (PB92-197243, A18, MF-A04).

"Case Studies of Liquefaction and Lifeline Performance During Past Earthquakes, Volume 2: United States
Case Studies," Edited by T. ORourke and M. Hamada, 2/17/92, (PB92-197250, A20, MF-A04).

"Issues in Earthquake Education,” Edited by K. Ross, 2/3/92, (PB92-222389, A07, MF-A(2).

"Proceedings from the First U.S. - Japan Workshop on Earthquake Protective Systems for Bridges," Edited
by LG. Buckle, 2/4/92, (PB94-142239, A99, MF-A06).

*Seismic Ground Motion from a Haskell-Type Source in a Multiple-Layered Half-Space," A.P. Theoharis,
G. Deodatis and M. Shinozuka, 1/2/92, to be published.

"Proceedings from the Site Effects Workshop," Edited by R. Whitman, 2/29/92, (PB92-197201, A04, MF-
A01).

"Engineering Evaluation of Permanent Ground Deformations Due to Seismically-Induced Liquefaction,”" by
M.H. Baziar, R. Dobry and A-W.M. Elgamal, 3/24/92, (PB92-222421, A13, MF-A03).

"A Procedure for the Seismic Evaluation of Buildings in the Central and Eastern United States," by C.D.
Poland and J.O. Malley, 4/2/92, (PB92-222439, A20, MF-A04).

"Experimental and Analytical Study of a Hybrid Isolation System Using Friction Controllable Sliding
Bearings," by M.Q. Feng, S. Fujii and M. Shinozuka, 5/15/92, (PB93-150282, A06, MF-A02).

"Seismic Resistance of Slab-Column Connections in Existing Non-Ductile Flat-Plate Buildings," by A.J.
Durrani and Y. Du, 5/18/92, (PB93-116812, A06, MF-A02).

"The Hysteretic and Dynamic Behavior of Brick Masonry Walls Upgraded by Ferrocement Coatings Under
Cyclic Loading and Strong Simulated Ground Motion," by H. Lee and S.P. Prawel, 5/11/92, to be
published.

"Study of Wire Rope Systems for Seismic Protection of Equipment in Buildings," by G.F. Demetriades,
M.C. Constantinou and A M. Reinhomn, 5/20/92, (PB93-116655, A08, MF-A02).

"Shape Memory Structural Dampers: Material Properties, Design and Seismic Testing," by P.R. Witting
and F.A. Cozzarelli, 5/26/92, (PB93-116663, A05, MF-AO01).

"Longitudinal Permanent Ground Deformation Effects on Buried Continuous Pipelines," by M.J. ORourke,
and C. Nordberg, 6/15/92, (PB93-116671, A08, MF-A02).

"A Simulation Method for Stationary Gaussian Random Functions Based on the Sampling Theorem," by M.
Grigoriu and S. Balopoulou, 6/11/92, (PB93-127496, A05, MF-AQ1).

"Gravity-Load-Designed Reinforced Concrete Buildings: Seismic Evaluation of Existing Construction and

Detailing Strategies for Improved Seismic Resistance," by G.W. Hoffimann, S.K. Kunnath, A M. Reinhomn
and J.B. Mander, 7/15/92, (PB%4-142007, A08, MF-AQ2).
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NCEER-92-0017

NCEER-92-0018

NCEER-92-0019

NCEER-92-0020
NCEER-92-0021
NCEER-92-0022

NCEER-92-0023
NCEER-92-0024
NCEER-92-0025

NCEER-92-0026

NCEER-92-0027
NCEER-92-0028
NCEER-92-0029
NCEER-92-0030
NCEER-92-0031

NCEER-92-0032

Formerly the National Center for Earthquake Engineering Research

"Observations on Water System and Pipeline Performance in the Limén Area of Costa Rica Due to the
April 22, 1991 Earthquake," by M. ORourke and D. Ballantyne, 6/30/92, (PB93-126811, A06, MF-A02).

"Fourth Edition of Earthquake Education Materials for Grades K-12," Edited by K.E.K. Ross, 8/10/92,
(PB93-114023, A07, MF-AQ2).

"Proceedings from the Fourth Japan-U.S. Workshop on Earthquake Resistant Design of Lifeline Facilities
and Countermeasures for Soil Liquefaction," Edited by M. Hamada and T.D. ORourke, 8/12/92, (PB93-
163939, A99, MF-E11).

"Active Bracing System: A Full Scale Implementation of Active Control," by A.M. Reinhorn, T.T. Soong,
R.C. Lin, M.A. Riley, Y.P. Wang, S. Aizawa and M. Higashino, 8/14/92, (PB93-127512, A06, MF-A02).

"Empirical Analysis of Horizontal Ground Displacement Generated by Liquefaction-Induced Lateral
Spreads," by S.F. Bartlett and T.L. Youd, 8/17/92, (PB93-188241, A06, MF-A02).

"IDARC Version 3.0: Inelastic Damage Analysis of Reinforced Concrete Structures," by S.K. Kunnath,
AM. Reinhomn and R.F. Lobo, 8/31/92, (PB93-227502, A07, MF-A02).

"A Semi-Empirical Analysis of Strong-Motion Peaks in Terms of Seismic Source, Propagation Path and
Local Site Conditions, by M. Kamiyama, M.J. ORourke and R. Flores-Berrones, 9/9/92, (PB93-150266,
A08, MF-A02).

"Seismic Behavior of Reinforced Concrete Frame Structures with Nonductile Details, Part I: Summary of
Experimental Findings of Full Scale Beam-Column Joint Tests,"” by A. Beres, R.N. White and P. Gergely,
9/30/92, (PB93-227783, A05, MF-A01).

"Experimental Results of Repaired and Retrofitted Beam-Column Joint Tests in Lightly Reinforced
Concrete Frame Buildings," by A. Beres, S. El-Borgi, R.N. White and P. Gergely, 10/29/92, (PB93-227791,
A05, MF-A01).

"A Generalization of Optimal Control Theory: Linear and Nonlinear Structures," by J.N. Yang, Z. Li and S.
Vongchavalitkul, 11/2/92, (PB93-188621, A0S, MF-A01).

"Seismic Resistance of Reinforced Concrete Frame Structures Designed Only for Gravity Loads: Part I -
Design and Properties of a One-Third Scale Model Structure,” by J.M. Bracci, A.M. Reinhorn and J.B.
Mander, 12/1/92, (PB94-104502, A0S, MF-A02).

"Seismic Resistance of Reinforced Concrete Frame Structures Designed Only for Gravity Loads: Part II -
Experimental Performance of Subassemblages,” by L.E. Aycardi, J.B. Mander and A.M. Reinhorn, 12/1/92,
(PB94-104510, A08, MF-A02).

"Seismic Resistance of Reinforced Concrete Frame Structures Designed Only for Gravity Loads: Part I -
Experimental Performance and Analytical Study of a Structural Model," by J.M. Bracci, A.M. Reinhorn and
J.B. Mander, 12/1/92, (PB93-227528, A09, MF-A01).

"Evaluation of Seismic Retrofit of Reinforced Concrete Frame Structures: Part I - Experimental
Performance of Retrofitted Subassemblages,” by D. Choudhuri, J.B. Mander and A.M. Reinhomn, 12/8/92,
(PB93-198307, A07, MF-A02).

"Evaluation of Seismic Retrofit of Reinforced Concrete Frame Structures: Part II - Experimental
Performance and Analytical Study of a Retrofitted Structural Model," by J.M. Bracci, A.M. Reinhorn and
J.B. Mander, 12/8/92, (PB93-198315, A09, MF-A03).

"Experimental and Analytical Investigation of Seismic Response of Structures with Supplemental Fluid
Viscous Dampers," by M.C. Constantinou and M.D. Symans, 12/21/92, (PB93-191435, A10, MF-A03).
This report is available only through NTIS (see address given above).
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NCEER-93-0003
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NCEER-93-0007

NCEER-93-0008

NCEER-93-0009

NCEER-93-0010

NCEER-93-0011

NCEER-93-0012

NCEER-93-0013

NCEER-93-0014

NCEER-93-0015

Formerly the National Center for Earthquake Engineering Research

"Reconnaissance Report on the Cairo, Egypt Earthquake of October 12, 1992," by M. Khater, 12/23/92,
(PB93-188621, A03, MF-A01).

"Low-Level Dynamic Characteristics of Four Tall Flat-Plate Buildings in New York City," by H. Gavin, S.
Yuan, J. Grossman, E. Pekelis and K. Jacob, 12/28/92, (PB93-188217, A07, MF-AQ2).

"An Experimeﬂtal Study on the Seismic Performance of Brick-Infilled Steel Frames With and Without
Retrofit," by J.B. Mander, B. Nair, K. Wojtkowski and J. Ma, 1/29/93, (PB93-227510, A07, MF-A02).

"Social Accounting for Disaster Preparedness and Recovery Planning,” by S. Cole, E. Pantoja and V. Razak,
2/22/93, (PB94-142114, A12, MF-AQ3).

"Assessment of 1991 NEHRP Provisions for Nonstructural Components and Recommended Revisions," by
T.T. Soong, G. Chen, Z. Wu, R-H. Zhang and M. Grigoriu, 3/1/93, (PB93-188639, A06, MF-A(2).

"Evaluation of Static and Response Spectrum Analysis Procedures of SEAOC/UBC for Seismic Isolated
Structures," by C.W. Winters and M.C. Constantinou, 3/23/93, (PB93-198299, A10, MF-A03).

"Earthquakes in the Northeast - Are We Ignoring the Hazard? A Workshop on Earthquake Science and
Safety for Educators," edited by K.E.K. Ross, 4/2/93, (PB94-103066, A09, MF-A02).

"Inelastic Response of Reinforced Concrete Structures with Viscoelastic Braces," by R.F. Lobo, JM.
Bracci, K.L. Shen, A M. Reinhorn and T.T. Soong, 4/5/93, (PB93-227486, A0S, MF-AQ2).

"Seismic Testing of Installation Methods for Computers and Data Processing Equipment,” by K. Kosar,
T.T. Soong, K.L. Shen, J.A. HoLung and Y K. Lin, 4/12/93, (PB93-198299, A07, MF-A02).

"Retrofit of Reinforced Concrete Frames Using Added Dampers," by A. Reinhorn, M. Constantinou and C.
Li, to be published.

"Seismic Behavior and Design Guidelines for Steel Frame Structures with Added Viscoelastic Dampers,"
by K.C. Chang, M.L. Lai, T.T. Soong, D.S. Hao and Y.C. Yeh, 5/1/93, (PB94-141959, A07, MF-A02).

*Seismic Performance of Shear-Critical Reinforced Concrete Bridge Piers,” by J.B. Mander, S.M. Waheed,
M.T.A. Chaudhary and S.S. Chen, 5/12/93, (PB93-227494, A08, MF-A02).

"3D-BASIS-TABS: Computer Program for Nonlinear Dynamic Analysis of Three Dimensional Base
Isolated Structures,” by S. Nagarajaiah, C. Li, AM. Reinhorn and M.C. Constantinou, 8/2/93, (PB9%4-
141819, A09, MF-AQ2).

"Effects of Hydrocarbon Spills from an Oil Pipeline Break on Ground Water," by O.J. Helweg and HH.M.
Hwang, 8/3/93, (PB94-141942, A06, MF-AQ2).

"Simplified Procedures for Seismic Design of Nonstructural Components and Assessment of Current Code
Provisions," by M.P. Singh, L.E. Suarez, E.E. Matheu and G.O. Maldonado, 8/4/93, (PB94-141827, A09,
MF-A02).

"An Energy Approach to Seismic Analysis and Design of Secondary Systems,"” by G. Chen and T.T. Soong,
8/6/93, (PB94-142767, Al1, MF-A03).

"Proceedings from School Sites: Becoming Prepared for Earthquakes - Commemorating the Third
Anniversary of the Loma Prieta Earthquake," Edited by F.E. Winslow and K.E.X. Ross, 8/16/93, (PB9%4-
154275, A16, MF-A02).
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NCEER-94-0006

NCEER-94-0007

NCEER-94-0008

NCEER-94-0009

Formerly the National Center for Earthquake Engineering Research

"Reconnaissance Report of Damage to Historic Monuments in Cairo, Egypt Following the October 12, 1992
Dahshur Earthquake,” by D. Sykora, D. Look, G. Croci, E. Karaesmen and E. Karaesmen, 8/19/93, (PB%4-
142221, A0S, MF-A02).

"The Island of Guam Earthquake of August 8, 1993," by SW. Swan and S.K. Harris, 9/30/93, (PB9%4-
141843, A04, MF-AO1).

"Engineering Aspects of the October 12, 1992 Egyptian Earthquake," by A.-W. Elgamal, M. Amer, K.
Adalier and A. Abul-Fadl, 10/7/93, (PB94-141983, A0S, MF-A01).

"Development of an Earthquake Motion Simulator and its Application in Dynamic Centrifuge Testing," by
L Krstelj, Supervised by J.H. Prevost, 10/23/93, (PB94-181773, A-10, MF-A03).

"NCEER-Taisei Corporation Research Program on Sliding Seismic Isolation Systems for Bridges:
Experimental and Analytical Study of a Friction Pendulum System (FPS)," by M.C. Constantinou, P.
Tsopelas, Y-S. Kim and S. Okamoto, 11/1/93, (PB94-142775, A08, MF-AQ2).

"Finite Element Modeling of Elastomeric Seismic Isolation Bearings," by L.J. Billings, Supervised by R.
Shepherd, 11/8/93, to be published.

"Seismic Vulnerability of Equipment in Critical Facilities: Life-Safety and Operational Consequences," by
K. Porter, G.S. Johnson, M.M. Zadeh, C. Scawthorn and S. Eder, 11/24/93, (PB94-181765, A16, MF-A03).

"Hokkaido Nansei-oki, Japan Earthquake of July 12, 1993, by P.I. Yanev and C.R. Scawthorn, 12/23/93,
(PB94-181500, A07, MF-A01).

"An Evaluation of Seismic Serviceability of Water Supply Networks with Application to the San Francisco
Auxiliary Water Supply System," by I. Markov, Supervised by M. Grigoriu and T. ORourke, 1/21/94,
(PB94-204013, A07, MF-AQ2).

"NCEER-Taisei Corporation Research Program on Sliding Seismic Isolation Systems for Bridges:
Experimental and Analytical Study of Systems Consisting of Sliding Bearings, Rubber Restoring Force
Devices and Fluid Dampers," Volumes I and II, by P. Tsopelas, S. Okamoto, M.C. Constantinou, D. Ozaki
and S. Fujii, 2/4/94, (PB94-181740, A09, MF-A02 and PB94-181757, A12, MF-A03).

"A Markov Model for Local and Global Damage Indices in Seismic Analysis," by S. Rahman and M.
Grigoriu, 2/18/94, (PB94-206000, A12, MF-A03).

"Proceedings from the NCEER Workshop on Seismic Response of Masonry Infills," edited by D.P. Abrams,
3/1/94, (PB94-180783, A07, MF-AQ2).

"The Northridge, California Earthquake of January 17, 1994: General Reconnaissance Report," edited by
J.D. Goltz, 3/11/94, (PB193943, A10, MF-A03).

"Seismic Energy Based Fatigue Damage Analysis of Bridge Columns: Part I - Evaluation of Seismic
Capacity," by G.A. Chang and J.B. Mander, 3/14/94, (PB94-219185, A11, MF-A03).

"Seismic Isolation of Multi-Story Frame Structures Using Spherical Sliding Isolation Systems," by T.M. Al-
Hussaini, V.A. Zayas and M.C. Constantinou, 3/17/94, (PB193745, A09, MF-AQ2).

"The Northridge, California Earthquake of January 17, 1994: Performance of Highway Bridges," edited by
LG. Buckle, 3/24/94, (PB94-193851, A06, MF-A02).

"Proceedings of the Third U.S.-Japan Workshop on Earthquake Protective Systems for Bridges," edited by
1.G. Buckle and I Friedland, 3/31/94, (PB94-195815, A99, MF-A06).
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NCEER-94-0023

NCEER-94-0024

NCEER-94-0025

Formerly the National Center for Earthquake Engineering Research

"3D-BASIS-ME: Computer Program for Nonlinear Dynamic Analysis of Seismically Isolated Single and
Multiple Structures and Liquid Storage Tanks," by P.C. Tsopelas, M.C. Constantinou and A.M. Reinhorn,
4/12/94, (PB94-204922, A09, MF-A02).

"The Northridge, California Earthquake of January 17, 1994: Performance of Gas Transmission Pipelines,"
by T.D. ORourke and M.C. Palmer, 5/16/94, (PB94-204989, A0S, MF-AO1).

"Feasibility Study of Replacement Procedures and Earthquake Performance Related to Gas Transmission
Pipelines," by T.D. ORourke and M.C. Palmer, 5/25/94, (PB94-206638, A09, MF-A02).

"Seismic Energy Based Fatigue Damage Analysis of Bridge Columns: Part II - Evaluation of Seismic
Demand," by G.A. Chang and J.B. Mander, 6/1/94, (PB95-18106, A08, MF-A02).

"NCEER-Taisei Corporation Research Program on Sliding Seismic Isolation Systems for Bridges:
Experimental and Analytical Study of a System Consisting of Sliding Bearings and Fluid Restoring
Force/Damping Devices," by P. Tsopelas and M.C. Constantinou, 6/13/94, (PB94-219144, A10, MF-A03).

"Generation of Hazard-Consistent Fragility Curves for Seismic Loss Estimation Studies," by H. Hwang and
J-R. Huo, 6/14/94, (PB95-181996, A09, MF-AQ2).

"Seismic Study of Building Frames with Added Energy-Absorbing Devices," by W.S. Pong, C.S. Tsai and
G.C. Lee, 6/20/94, (PB94-219136, A10, A03).

"Sliding Mode Control for Seismic-Excited Linear and Nonlinear Civil Engineering Structures," by J. Yang,
J. Wu, A. Agrawal and Z. Li, 6/21/94, (PB95-138483, A06, MF-A02). ’

"3D-BASIS-TABS Version 2.0: Computer Program for Nonlinear Dynamic Analysis of Three Dimensional
Base Isolated Structures,” by A.M. Reinhorn, S. Nagarajaiah, M.C. Constantinou, P. Tsopelas and R. Li,
6/22/94, (PB95-182176, A08, MF-A02).

"Proceedings of the International Workshop on Civil Infrastructure Systems: Application of Intelligent
Systems and Advanced Materials on Bridge Systems,” Edited by G.C. Lee and K.C. Chang, 7/18/94,
(PB95-252474, A20, MF-A(04).

“Study of Seismic Isolation Systems for Computer Floors," by V. Lambrou and M.C. Constantinou, 7/19/94,
(PB95-138533, A10, MF-A03).

"Proceedings of the U.S.-Italian Workshop on Guidelines for Seismic Evaluation and Rehabilitation of
Unreinforced Masonry Buildings," Edited by D.P. Abrams and G.M. Calvi, 7/20/94, (PB95-138749, Al3,
MF-A03).

"NCEER-Taisei Corporation Research Program on Sliding Seismic Isolation Systems for Bridges:
Experimental and Analytical Study of a System Consisting of Lubricated PTFE Sliding Bearings and Mild
Steel Dampers," by P. Tsopelas and M.C. Constantinou, 7/22/94, (PB95-182184, A08, MF-AQ2).

“Development of Reliability-Based Design Criteria for Buildings Under Seismic Load,” by Y.K. Wen, H.
Hwang and M. Shinozuka, 8/1/94, (PB95-211934, A08, MF-A02).

“Experimental Verification of Acceleration Feedback Control Strategies for an Active Tendon System,” by
S.J. Dyke, B.F. Spencer, Jr., P. Quast, MK. Sain, D.C. Kaspari, Jr. and T.T. Soong, 8/29/94, (PB95-
212320, A05, MF-A01).

“Seismic Retrofitting Manual for Highway Bridges,” Edited by 1.G. Buckle and LF. Friedland, published by
the Federal Highway Administration (PB95-212676, A15, MF-A03).
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NCEER-95-0012
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NCEER-95-0014

NCEER-95-0015

NCEER-95-0016

Formerly the National Center for Earthquake Engineering Research

“Proceedings from the Fifth U.S.-Japan Workshop on Earthquake Resistant Design of Lifeline Facilities
and Countermeasures Against Soil Liquefaction,” Edited by T.D. O’Rourke and M. Hamada, 11/7/94,
(PB95-220802, A99, MF-E08).

“Experimental and Analytical Investigation of Seismic Retrofit of Structures with Supplemental Damping:
Part 1 - Fluid Viscous Damping Devices,” by A.M. Reinhorn, C. Li and M.C. Constantinou, 1/3/95, (PB95-
266599, A09, MF-AQ2).

“Experimental and Analytical Study of Low-Cycle Fatigue Behavior of Semi-Rigid Top-And-Seat Angle
Connections,” by G. Pekcan, J.B. Mander and S.S. Chen, 1/5/95, (PB95-220042, A07, MF-AQ2).

“NCEER-ATC Joint Study on Fragility of Buildings,” by T. Anagnos, C. Rojahn and A.S. Kiremidjian,
1/20/95, (PB95-220026, A06, MF-A02).

“Nonlinear Control Algorithms for Peak Response Reduction,” by Z. Wu, T.T. Soong, V. Gattulli and R.C.
Lin, 2/16/95, (PB95-220349, A05, MF-A01).

“Pipeline Replacement Feasibility Study: A Methodology for Minimizing Seismic and Corrosion Risks to
Underground Natural Gas Pipelines,” by R.T. Eguchi, H.A. Seligson and D.G. Honegger, 3/2/95, (PB95-
252326, A06, MF-A02).

“Evaluation of Seismic Performance of an 11-Story Frame Building During the 1994 Northridge
Earthquake,” by F. Naeim, R. DiSulio, K. Benuska, A. Reinhorn and C. Li, to be published.

“Prioritization of Bridges for Seismic Retrofitting,” by N. Bas6éz and A.S. Kiremidjian, 4/24/95, (PB95-
252300, A08, MF-A02).

“Method for Developing Motion Damage Relationships for Reinforced Concrete Frames,” by A. Singhal
and A.S. Kiremidjian, 5/11/95, (PB95-266607, A06, MF-A02).

“Experimental and Analytical Investigation of Seismic Retrofit of Structures with Supplemental Damping:
Part II - Friction Devices,” by C. Li and A M. Reinhorn, 7/6/95, (PB96-128087, A11, MF-A03).

“Experimental Performance and Analytical Study of a Non-Ductile Reinforced Concrete Frame Structure
Retrofitted with Elastomeric Spring Dampers,” by G. Pekcan, J.B. Mander and S.S. Chen, 7/14/95, (PB96-
137161, A08, MF-A02).

“Development and Experimental Study of Semi-Active Fluid Damping Devices for Seismic Protection of
Structures,” by M.D. Symans and M.C. Constantinou, 8/3/95, (PB%96-136940, A23, MF-A04).

“Real-Time Structural Parameter Modification (RSPM): Development of Innervated Structures,” by Z.
Liang, M. Tong and G.C. Lee, 4/11/95, (PB96-137153, A06, MF-A01).

“Experimental and Analytical Investigation of Seismic Retrofit of Structures with Supplemental Damping:
Part I - Viscous Damping Walls,” by A M. Reinhorn and C. Li, 10/1/95, (PB96-176409, A11, MF-A03).

“Seismic Fragility Analysis of Equipment and Structures in a Memphis Electric Substation,” by J-R. Huo
and H.H.M. Hwang, (PB96-128087, A09, MF-A02), 8/10/95.

“The Hanshin-Awaji Earthquake of January 17, 1995: Performance of Lifelines,” Edited by M. Shinozuka,
11/3/95, (PB96-176383, A15, MF-A03).

“Highway Culvert Performance During Earthquakes,” by T.L. Youd and C.J. Beckman, available as
NCEER-96-0015.
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NCEER-96-0012

Formerly the National Center for Earthquake Engineering Research

“The Hanshin-Awaji Earthquake of January 17, 1995: Performance of Highway Bridges,” Edited by 1L.G.
Buckle, 12/1/95, to be published.

“Modeling of Masonry Infill Panels for Structural Analysis,” by A.M. Reinhorn, A. Madan, RE. Valles, Y.
Reichmann and J.B. Mander, 12/8/95.

“Optimal Polynomial Control for Linear and Nonlinear Structures,” by AK. Agrawal and JN. Yang,
12/11/95, (PB96-168737, A07, MF-A02).

“Retrofit of Non-Ductile Reinforced Concrete Frames Using Friction Dampers,” by R.S. Rao, P. Gergely
and R.N. White, 12/22/95, (PB97-133508, A10, MF-A02).

“Parametric Results for Seismic Response of Pile-Supported Bridge Bents,” by G. Mylonakis, A. Nikolaou
and G. Gazetas, 12/22/95, (PB97-100242, A12, MF-A03).

“Kinematic Bending Moments in Seismically Stressed Piles,” by A. Nikolaou, G. Mylonakis and G.
Gazetas, 12/23/95.

“Dynamic Response of Unreinforced Masonry Buildings with Flexible Diaphragms,” by A.C. Costley and
D.P. Abrams,” 10/10/96.
“State of the Art Review: Foundations and Retaining Structures,” by 1. Po Lam, to be published.

“Ductility of Rectangular Reinforced Concrete Bridge Columns with Moderate Confinement,” by N.
Wehbe, M. Saiidi, D. Sanders and B. Douglas, 11/7/96, (PB97-133557, A06, MF-A02).

“Proceedings of the Long-Span Bridge Seismic Research Workshop,” edited by 1.G. Buckle and ILM.
Friedland, to be published.

“Establish Representative Pier Types for Comprehensive Study: Eastern United States,” by J. Kulicki and
Z. Prucz, 5/28/96, (PB98-119217, A07, MF-A02).

“Establish Representative Pier Types for Comprehensive Study: Western United States,” by R. Imbsen,
R.A. Schamber and T.A. Osterkamp, 5/28/96, (PB98-118607, A07, MF-A02).

“Nonlinear Control Techniques for Dynamical Systems with Uncertain Parameters,” by R.G. Ghanem and
M.L Bujakov, 5/27/96, (PB97-100259, A17, MF-AQ3).

“Seismic Evaluation of a 30-Year Old Non-Ductile Highway Bridge Pier and Its Retrofit,” by J.B. Mander,
B. Mahmoodzadegan, S. Bhadra and 8.S. Chen, 5/31/96.

“Seismic Performance of a Model Reinforced Concrete Bridge Pier Before and After Retrofit,” by J.B.
Mander, J.H. Kim and C.A. Ligozio, 5/31/96.

“IDARC2D Version 4.0: A Computer Program for the Inelastic Damage Analysis of Buildings,” by R.E.
Valles, A.M. Reinhorn, S.K. Kunnath, C. Li and A. Madan, 6/3/96, (PB97-100234, A17, MF-A03).

“Estimation of the Economic Impact of Multiple Lifeline Disruption: Memphis Light, Gas and Water
Division Case Study,” by S.E. Chang, H.A. Seligson and R.T. Eguchi, 8/16/96, (PB97-133490, A11, MF-
A03).

“Proceedings from the Sixth Japan-U.S. Workshop on Earthquake Resistant Design of Lifeline Facilities
and Countermeasures Against Soil Liquefaction, Edited by M. Hamada and T. O’Rourke, 9/11/96, (PB97-
133581, A99, MF-AQ6).
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Formerly the National Center for Earthquake Engineering Research

“Chemical Hazards, Mitigation and Preparedness in Areas of High Seismic Risk: A Methodology for
Estimating the Risk of Post-Earthquake Hazardous Materials Release,” by H.A. Seligson, R.T. Eguchi, K.J.
Tierney and K. Richmond, 11/7/96.

“Response of Steel Bridge Bearings to Reversed Cyclic Loading,” by J.B. Mander, D-K. Kim, S.S. Chen
and G.J. Premus, 11/13/96, (PB97-140735, A12, MF-A03).

“Highway Culvert Performance During Past Earthquakes,” by T.L. Youd and C.J. Beckman, 11/25/96,
(PB97-133532, A06, MF-AO1).
“Evaluation, Prevention and Mitigation of Pounding Effects in Building Structures,” by R.E. Valles and

AM. Reinhorn, 2/20/97, (PB97-159552, A14, MF-A03).

“Seismic Design Criteria for Bridges and Other Highway Structures,” by C. Rojahn, R. Mayes, D.G.
Anderson, J. Clark, J.H. Hom, R.V. Nutt and M.J. O’Rourke, 4/30/97, (PB97-194658, A06, MF-A03).

“Proceedings of the U.S.-Italian Workshop on Seismic Evaluation and Retrofit,” Edited by D.P. Abrams and
G.M. Calvi, 3/19/97, (PB97-194666, A13, MF-A03).

"Investigation of Seismic Response of Buildings with Linear and Nonlinear Fluid Viscous Dampers," by
A.A. Seleemah and M.C. Constantinou, 5/21/97, (PB98-109002, A15, MF-A03).

"Proceedings of the Workshop on Earthquake Engineering Frontiers in Transportation Facilities,” edited by
G.C. Lee and LM. Friedland, 8/29/97, (PB98-128911, A25, MR-A04). ‘

"Cumulative Seismic Damage of Reinforced Concrete Bridge Piers," by S.K. Kunnath, A. El-Bahy, A.
Taylor and W. Stone, 9/2/97, (PB98-108814, A11, MF-AQ3).

"Structural Details to Accommodate Seismic Movements of Highway Bridges and Retaining Walls," by
R.A. Imbsen, R.A. Schamber, E. Thorkildsen, A. Kartoum, B.T. Martin, T.N. Rosser and J. M. Kulicki,
9/3/97.

"A Method for Earthquake Motion-Damage Relationships with Application to Reinforced Concrete
Frames," by A. Singhal and A_S. Kiremidjian, 9/10/97, (PB98-108988, A13, MF-A03).

"Seismic Analysis and Design of Bridge Abutments Considering Sliding and Rotation," by K. Fishman and
R. Richards, Jr., 9/15/97, (PB98-108897, A06, MF-A02).

"Proceedings of the FHWA/NCEER Workshop on the National Representation of Seismic Ground Motion
for New and Existing Highway Facilities," edited by LM. Friedland, M.S. Power and R.L. Mayes, 9/22/97.

"Seismic Analysis for Design or Retrofit of Gravity Bridge Abutments," by K.L. Fishman, R. Richards, Jr.
and R.C. Divito, 10/2/97, (PB98-128937, A08, MF-A(2).

"Evaluation of Simplified Methods of Analysis for Yielding Structures," by P. Tsopelas, M.C.
Constantinou, C.A. Kircher and A.S. Whittaker, 10/31/97, (PB98-128929, A10, MF-A03).

"Seismic Design of Bridge Columns Based on Control and Repairability of Damage," by C-T. Cheng and
J.B. Mander, 12/8/97.

"Seismic Resistance of Bridge Piers Based on Damage Avoidance Design," by J.B. Mander and C-T.
Cheng, 12/10/97.

“Seismic Response of Nominally Symmetric Systems with Strength Uncertainty,” by S. Balopoulou and M.
Grigoriu, 12/23/97, (PB98-153422, A11, MF-A03).

K-18



.

NCEER-97-0016

NCEER-97-0017

NCEER-97-0018

NCEER-97-0019

NCEER-97-0020

NCEER-97-0021

NCEER-97-0022

MCEER-98-0001

MCEER-98-0002

MCEER-98-0003

MCEER-98-0004

MCEER-98-0005

MCEER-98-0006

MCEER-98-0007

MCEER-98-0008

MCEER-98-0009

" MCEER-98-0010

MCEER-98-0011

MCEER-98-0012
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“Evaluation of Seismic Retrofit Methods for Reinforced Concrete Bridge Columns,” by T.J. Wipf, F.W.
Klaiber and F.M. Russo, 12/28/97.

“Seismic Fragility of Existing Conventional Reinforced Concrete Highway Bridges,” by C.L. Mullen and
A.S. Cakmak, 12/30/97, (PB98-153406, A08, MF-A02).

“Loss Asssessment of Memphis Buildings,” edited by D.P. Abrams and M. Shinozuka, 12/31/97.

“Seismic Evaluation of Frames with Infill Walls Using Quasi-static Experiments,” by K.M. Mosalam, R.N.
White and P. Gergely, 12/31/97, (PB98-153455, A07, MF-A02).

“Seismic Evaluation of Frames with Infill Walls Using Pseudo-dynamic Experiments,” by K.M. Mosalam,
R.N. White and P. Gergely, 12/31/97.

“Computational Strategies for Frames with Infill Walls: Discrete and Smeared Crack Analyses and Seismic
Fragility,” by K. M. Mosalam, R.N. White and P. Gergely, 12/31/97, (PB98-153414, A10, MF-A02).

“Proceedings of the NCEER Workshop on Evaluation of Liquefaction Resistance of Soils,” edited by T.L.
Youd and IM. Idriss, 12/31/97.
“Extraction of Nonlinear Hysteretic Properties of Seismically Isolated Bridges from Quick-Release Field

Tests,” by Q. Chen, B.M. Douglas, E.M. Maragakis and 1.G. Buckle, 5/26/98.

“Methodologies for Evaluating the Importance of Highway Bridges,” by A. Thomas, S. Eshenaur and J.
Kulicki, 5/29/98.

“Capacity Design of Bridge Piers and the Analysis of Overstrength,” by J.B. Mander, A. Dutta and P. Goel,
6/1/98.

“Evaluation of Bridge Damage Data from the Loma Prieta and Northridge, California Earthquakes,” by N.
Basoz and A. Kiremidjian, 6/2/98.

“Screening Guide for Rapid Assessment of Liquefaction Hazard at Highway Bridge Sites,”by T. L. Youd,
6/16/98.

“Structural Steel and Steel/Concrete Interface Details for Bridges,” by P. Ritchie, N. Kauhl and J. Kulicki,
7/13/98.

“Capacity Design and Fatigue Analysis of Confined Concrete Columns,” by A. Dutta and J.B. Mander,
7/14/98.

“Proceedings of the Workshop on Performance Criteria for Telecommunication Services Under Earthquake
Conditions,” edited by A.J. Schiff, 7/15/98.

“Fatigue Analysis of Unconfined Concrete Columns,” by J.B. Mander, A. Dutta and J.H. Kim, 9/12/98.
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